
 

Flow visualisation in swimming practice using small air
bubbles
Citation for published version (APA):
van Houwelingen, J., Kunnen, R. P. J., van de Water, W., Holten, A. P. C., van Heijst, G. J. F., & Clercx, H. J. H.
(2019). Flow visualisation in swimming practice using small air bubbles. Sports Engineering, 22(2), [13].
https://doi.org/10.1007/s12283-019-0306-5

DOI:
10.1007/s12283-019-0306-5

Document status and date:
Published: 01/06/2019

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:

• A submitted manuscript is the version of the article upon submission and before peer-review. There can be
important differences between the submitted version and the official published version of record. People
interested in the research are advised to contact the author for the final version of the publication, or visit the
DOI to the publisher's website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page
numbers.
Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

            • Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
            • You may not further distribute the material or use it for any profit-making activity or commercial gain
            • You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please
follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 24. May. 2023

https://doi.org/10.1007/s12283-019-0306-5
https://doi.org/10.1007/s12283-019-0306-5
https://research.tue.nl/en/publications/1293c138-9c5e-4091-b462-580c54661f84


Vol.:(0123456789)

Sports Engineering 
https://doi.org/10.1007/s12283-019-0306-5

ORIGINAL ARTICLE

Flow visualisation in swimming practice using small air bubbles

Josje van Houwelingen1 · Rudie P. J. Kunnen1 · Willem van de Water1 · Ad P. C. Holten1 · GertJan F. van Heijst1 · 
Herman J. H. Clercx1

 
© The Author(s) 2019

Abstract
A non-harmful system to visualize the flow around an entire swimmer in a regular swimming pool is developed. Small 
air bubble tracers are injected through the bottom of the swimming pool in a prescribed measurement area. The motion of 
these bubbles, which will be largely induced by the swimmer’s motion, is captured by a camera array. The two-dimensional 
velocity field of the water at arbitrary planes of interest can be resolved using a refocussing method in combination with 
an optical visualisation method, based on particle image velocimetry, which is commonly used in fluid dynamics research. 
Using this technique, it is possible to visualize coherent flow structures produced during swimming; it is demonstrated here 
for the dolphin kick.

Keywords Swimming · Flow visualisation · Synthetic aperture PIV · Dolphin kick · Vortices

1 Introduction

New insights in propulsion mechanisms and resistance 
can be gained by studying the swimmer from a hydrody-
namical point of view. The motion of the swimmer drives 
fluid motion, which is reflected in the wake of the swim-
mer. Studying the flow structures emerging in this wake can 
give insight into the forces both experienced and applied by 
the swimmer, and thus may be used as a diagnostic for the 
efficiency of the swimming technique. The strength, size 
and direction of motion of coherent vortex structures and 
the interaction of the swimmer with these structures are all 
expected to be related to the swimming efficiency.

Within the area of experimental fluid dynamics several 
techniques exist to visualize and quantify the velocity field 
of the flow. A pervasive technique is particle image veloci-
metry (PIV) [2, 14], in which the flow is seeded with neu-
trally buoyant tracer particles. The motion of these particles 

is captured with one or more cameras. The velocity field can 
be evaluated with spatial correlations between subsequent 
frames resulting in a coarse-grained velocity field.

In the last decade it has become more common to apply 
flow visualisation techniques in advanced studies of swim-
ming propulsion [8, 9, 12, 17–19], optionally in combination 
with force measurements, to observe the flow phenomena in 
the neighbourhood of the swimmer and to analyse the pro-
pulsive mechanisms. For example, the unsteady flow field 
around the hand of a swimmer during front crawl swimming 
has been evaluated in more detail by Matsuuchi [12]. The 
vortices generated during underwater undulatory swim-
ming have been visualized by Hochstein et al. [8, 9]. They 
suggested that vortex re-capturing may be used to enhance 
propulsion in human undulatory swimming. Takagi et al. 
[17–19] have clarified the propulsive mechanisms during 
front crawl swimming and the sculling technique by a com-
bination of pressure measurements at the hand and visualisa-
tion of the unsteady flow field around (robotic) hands. They 
concluded that the unsteady flow phenomena are essential 
in generating high propulsive forces. For instance, high pro-
pulsive forces during sculling motion are possible due to 
vortex re-capturing.

So far, all studies concerning flow visualisation in human 
swimming have been performed in a laboratory setting. 
In this study, a non-harmful system to visualize the flow 
around a swimmer in a regular swimming pool is developed, 
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rendering these techniques available for practical use. The 
application in practice is accompanied with several restric-
tions and requirements, which makes the development 
challenging.

Our aim is to measure the velocity field in planes that can 
be selected during processing of the acquired images. For 
this we use synthetic aperture PIV (SA-PIV) [5], which has 
been proven to be suitable for analysing unsteady 3D bio-
logical flows [11, 13]. Instead, we only use the 3D informa-
tion to select planes of interest. This reduces the processing 
time because one does not have to process the complete 3D 
field for PIV. Moreover, if just planes are considered instead 
of volumes a very tight calibration is not required in the 
SA-PIV technique. This puts less pressure on the accuracy 
of the 3D calibration [5], which cannot be guaranteed in the 
swimming pool.

Usually in PIV experiments, small neutrally buoyant par-
ticles (which are typically illuminated by a laser light sheet) 
are used to act as tracer particles for the flow. However, this 
is not allowed in the swimming pool. Alternatively, small air 
bubbles have been chosen as tracer particles.

In Sect. 2 of this paper the experimental setup and the 
methods to reveal the flow velocity field are presented. In 
Sect. 3 the proof of principle of the application of this tech-
nique in swimming practice is shown by means of visualiz-
ing the flow in the wake of a swimmer performing different 
styles of the dolphin kick.

2  Methods

We first discuss the ideas behind synthetic aperture refocus-
sing in Sect. 2.1. Subsequently, we present the experimental 
setup in the swimming pool in Sect. 2.2, followed by an 
outline of the post-processing in Sect. 2.3. For more details 
about the methods and setup we refer to the dissertation cor-
responding to this work [20].

2.1  Synthetic aperture refocussing

The synthetic aperture refocussing technique relies on the 
fact that the apparent position of a certain object relative to 
another object is shifted when viewed from different posi-
tions. With this shift, known as parallax, depth information 
can be obtained. In our application this depth information 
is used to select planes of interest in the velocity field. A 
schematic representation of the working principle of the 
synthetic aperture refocussing technique is given in Fig. 1.

In synthetic aperture techniques, multiple cameras are 
used, all of them recording the same measurement volume. 
Since all cameras view the measurement volume from a 
slightly different position, the images of particles on differ-
ent cameras are mutually shifted, as illustrated by the blue 

dot on plane Z2 and the red dot in Z1 in Fig. 1a. With the help 
of a calibration [20], the shifts ( dA and dB in Fig. 1b) related 
to each different camera position and each plane of interest 
throughout the measurement volume can be determined.

During preprocessing this information can be used to 
align the images of different cameras into one refocused 
image with a narrow depth of field on a chosen focal plane, 
as illustrated in Fig. 1c. When refocussing happens on plane 
Z1 , the red dot will appear in focus with a high intensity, 
while particles elsewhere in the measurement volume, like 
the blue dot, are out of focus due to the parallax of the cam-
eras and appear repeatedly with low intensity. This offers 
possibilities to filter out the plane of interest. In summary, 
while all bubbles are in focus on all cameras, “refocussing” 
on the chosen plane is done by shifting and stacking images.

2.2  Setup

The experimental setup consists of a bubble system to gen-
erate the bubble tracers and a camera system to capture the 
motion of the bubbles. The bubbles are illuminated by the 
ambient light (daylight and regular pool lighting). A black 
canvas on the opposite wall to the cameras enhances the 
appearance of the bubbles. A schematic plan view of the 
bubble and camera system is given in Fig. 2.

Refocused Image
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Fig. 1  Schematic sketch of the working principle of SA-PIV. a Sche-
matic demonstration of how particles on two planes of interest are 
captured on the images of a camera array and the resulting refocused 
images. Z

1
 and Z

2
 denote the planes of interest on different Z posi-

tions. b The mutual shift of the apparent position of particles on dif-
ferent cameras is given by d

A
 and d

B
 . The local image coordinates are 

indicated by (x, z). c 2D illustration of the application of the image 
shifts to obtain a refocused image. The ideas for the schematic repre-
sentation in this figure are borrowed from Belden et al. [5]
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The position of the measurement volume was prescribed 
(the third lane relative to the side wall at Z = 0 ). The visuali-
sation of the flow around an entire swimmer requires a large 
field of view (FOV) and thus a large measurement volume. 
The choice of cameras and lenses was attuned to the prin-
ciples of the synthetic aperture refocussing technique [5]. 
Besides that the design rules for PIV were also considered 
in the design of the system.

2.2.1  Camera system

Six monochrome cameras (Sony: XCG-CG240) with a full 
frame resolution of 1920 × 1200 pixels at a frame rate of 41 
Hz were placed in a hexagonal frame with 0.3 m spacing 
in the double side wall of the swimming pool (see Fig. 2). 
To obtain higher frame rates of 50 Hz, the height of the 
active region on the light sensor chip was cropped to 956 
pixels. All cameras were connected with ethernet cables 
(bandwidth: 100 gigabit/s) to the computer and trigger box 
to synchronize. Each camera (with lens) was placed in an 
underwater casing and aligned to a central point in the meas-
urement volume [ (X, Y , |Z|) = (7.5, 1.05, 5.95)m ] to have as 
much overlap in the FOV of the cameras as possible. All 
cameras have a 16 mm lens (KOWA: LM16HC F 1.4 f 16 
mm). This camera–lens combination results in a depth of 
field of ∼ 2m and a FOV of ∼ 3.1 × 1.5m2 in the measure-
ment volume (at 5.95 m from the cameras). The minimum 
focal plane spacing �Z using this configuration is 24 mm [5], 
which is sufficient when considering multiple thick slices 
within the measurement volume to explore with 2D-PIV.

In this setup one pixel corresponds to ∼ 1.6mm . In a typi-
cal PIV experiment, interrogation windows of 32 × 32 pixels 
are used with a 50 % overlap region [2, 14]. This would 
result in a spatial resolution of ∼ 25mm , which should be 

sufficient to observe coherent vortex structures with sizes 
of ∼ 125mm . Considering the PIV design rule for in-plane 
motion (displacements of 1

4
 window size) velocities up to 

0.65 m/s can be resolved with ease [2].

2.2.2  Bubble system

The air bubbles are generated by the bubble system, which 
was fully integrated in the bottom of the swimming pool 
(see Fig. 2). The bubble system covers an area between 5 
and 10 m from the starting platform, so that the FOV of the 
cameras is in the center of the generated bubble curtains. 
The bubble system consists of five parallel PVC tubes with 
a length of 4.5 m, placed 0.25 m apart. Each tube has a series 
of small conically shaped holes with a smallest diameter of 
0.2 mm and a separation distance of 0.02 m along its length. 
The airflow is supplied by a compressor (Leonardo 201) 
placed in the basement of the swimming pool. The airflow 
through the bubble system is regulated per PVC tube with 
a flowmeter (Kytola EK4A) to control the number of bub-
bles in the measurement volume. Five homogeneous bubble 
curtains are produced with an air flow rate of ∼ 0.01m3/min 
per tube. The air bubbles have a diameter of approximately 
4 mm (particle image diameter of 2.5 pixels). The bubbles 
have an average vertical spacing of 12 mm, assuming an esti-
mated rising speed of ∼ 0.25m/s [10]. Therefore, the seeding 
density in a thick slice above each tube corresponds to 10.6 
bubbles per interrogation window, which is in accordance 
with the PIV guidelines [14].

2.2.3  Calibration

For the calibration, a black canvas of 3.0 × 1.5m2 with a 
pattern of white dots was traversed in the water, through 

Fig. 2  Schematic plan view of 
the bubble system placed in the 
swimming pool. The camera 
system is implemented in a 
special double wall of the swim-
ming pool. On the wall opposite 
to the camera system a black 
canvas is placed. On the right 
side of the figure, a schematic 
frontal view of the camera array 
is shown, with the camera num-
bering shown in the figure. The 
X, Y, Z-directions are denoted in 
the figure, with the origin in the 
lower left corner on the double 
bottom. The dashed–dotted 
line indicates the field of view 
(FOV) of the cameras
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the measurement volume above the bubble system, at spec-
ified distances ( |Zk| ) from the camera array ranging from 
5450–6450 mm with increments of 125 mm. At each dis-
tance a record was made with the six cameras. The shifts in 
the camera views were established with the calibration for 
each camera at every |Zk| [5, 20]. Mapping functions were 
obtained by second order polynomial fits through the set 
of pixel coordinates of the grid points and corresponding 
world coordinates. The polynomial coefficients were found 
to depend linearly on Z, despite the coarseness of the calibra-
tion with manual grid positioning. Given this linear nature, 
interpolation of the polynomial coefficients for different 
Z was straightforward, and the mapping functions of any 
desired XY-plane in the measurement volume could be deter-
mined. More technical details and quantitative information 
about the calibration, its performance and the application 
can be found in the thesis of van Houwelingen [20].

2.3  Post‑processing

The quality of this refocussing technique highly depends 
on the intensity distributions throughout the recordings of 
different cameras. Processing the recording is therefore an 
essential step to effectuate the refocussing. Based on the 
ideas of previous studies on SA-PIV [5, 11, 13], several pre-
processing operations have been applied on the recordings 
of single cameras and the refocussed image. All processing 
was performed in Matlab R2015b.

1. The background was removed by subtracting an aver-
age background recording of about 50 frames for each 
camera;

2. The intensity distribution was normalized to create uni-
form brightness across the images. This so-called flat 
field image was created by dividing by an average of 
bubble recordings made up of about 500 frames;

3. Optionally, when the illumination of the measurement 
volume turns out to be too low, an asymptotic weighting 
function can be applied to improve the contrast of the 
bubbles;

4. With the imwarp function in Matlab, the recordings 
were transformed to world coordinates (mm) using 
the mapping functions following from the calibration. 
Simultaneously, the recordings were cropped towards 
regions where the images of the different cameras over-
lap;

5. To achieve equal pixel intensity distributions across 
the images of different cameras, the histograms of the 
images from different cameras were equalized using the 
standard Matlab function histeq;

6. The contrast of the image was improved to enhance the 
visibility of the bubbles by the imsharpen function 
in Matlab, which uses a Gaussian low-pass filter [15];

7. The refocused image was generated by summing the 
images of different cameras [5];

8. To reveal the bubbles in the plane of interest, the refo-
cused image was thresholded on pixel intensities cor-
responding to the mean +3� , with � the standard devia-
tion of the pixel intensity across the image. Usually, 
in thresholding, all pixels with an intensity lower than 
the threshold are replaced with zero [5]. Here the eight 
neighbouring pixels of the pixel exceeding the thresh-
old were kept. Therefore, the contrast distribution of the 
bubbles is partially preserved.

2.3.1  PIV

The PIV analysis in this study was applied with PIVtec soft-
ware (PIVview version 3.6.2). The (final) window size was 
chosen 32 × 32 pixels with a typical overlap of 50%. A fast 
Fourier transform (FFT) correlation was applied between 
the interrogation windows, where the highest frequency 
components of the resulting spectrum were removed with a 
Nyquist frequency filter. To reduce the noise, the correlation 
was repeated twice with slightly shifted correlation planes. 
Through multiplication, the different correlations were com-
bined into a single signal and the random noise peaks are 
reduced [7]. A multi-grid interrogation method, with an ini-
tial window size of 128 × 128 pixels, was applied to improve 
the spatial resolution of the velocity field. Image shifting 
was allowed to shift (deform) the windows in between the 
different interrogation passes according to the displacement 
data of the previous pass. Sub-pixel shifts were obtained 
using a Gaussian pixel interpolation scheme. To obtain the 
velocity field with sub-pixel accuracy, the correlation peak 
was detected using a least-square Gaussian fit [1].

Within the PIVtec software, the raw velocity data from 
the PIV analysis are subjected to an outlier detection method 
based on a normalized median filter to find spurious vec-
tors [23]. A bi-linear interpolation scheme is used to calcu-
late the replacement vectors at the location of the outliers. 
A Gaussian-weighted interpolation is used when several 
neighbouring vectors are also outliers [3]. Due to the use 
of an interpolation scheme, the reliability of the quantita-
tive data is not optimal, but at this stage for this purpose it 
was convenient for the proof of principle of the visualisation 
method.

Further post-processing and analysis were performed in 
Matlab. The rising speed of the bubbles can be assumed 
equal, because they are of similar size. Based on the PIV 
results, the mean rising speed of the bubbles was found to 
be 0.33 ± 0.03m/s , which was determined by averaging 
all velocity vectors resulting from the PIV analysis on that 
plane. This mean rising speed was subtracted to obtain a bet-
ter view of the flow velocity induced by the swimmer. Vor-
ticity is a key quantity to understand propulsion. Vorticity 
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can be computed from a measured velocity field through 
differentation, which can produce large errors. The presence 
of vortical structures can be clearly visualized by means of 
the vorticity component perpendicular to the plane of visu-
alisation. This vorticity component �z is defined as:

with � the velocity vector with vx and vy the velocity com-
ponents in the x and y direction. Rather than calculating 
the vorticity by means of differentiating the velocity, the 
vorticity was obtained by integrating the velocity around an 
enclosed area following Stokes’ theorem [14]:

with �X�Y  the area of a grid cell and �i,j the circulation in 
point (i, j) estimated by: 

 with U, V the velocity components coinciding with the con-
tour around point (i, j). This method has the advantage of 
being less sensitive to errors compared to differentiation, 
because it uses velocity information from eight vectors [14]. 
The uncertainty of eight velocities contributes to the uncer-
tainty in the vorticity, with the gain in accuracy depending 
on the correlation properties of the velocity field. Below, we 
will estimate this uncertainty and argue that the measured 
vorticity structures are well above the noise.

3  Results

An attempt has been made to visualize and analyse the 
flow around a swimmer performing kicks. One experienced 
swimmer volunteered to participate in this study and has 
given written informed consent. The ethical officer of the 
Eindhoven University of Technology approved the design 
of this study. The swimmer was instructed to swim differ-
ent styles of kicks through the center of the measurement 
volume ( |Z| = 5950mm ) at a depth of approximately 1 m, 
see video in the online supplementary material. The vortices 
produced during the kicks could be visualized using PIV. We 

(1)�z = (∇ × �)z =
�vy

�x
−

�vx

�y
,

(2)�i,j =
�i,j

4�X�Y
,
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1

2
�X

(
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+
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2
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(
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−
1
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−
1

2
�Y

(
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)
,

expect to observe cross-sections of vortex rings (a patch of 
positive and negative vorticity) shed at the end of each kick 
[6, 8, 9, 21, 22]. Typical vorticity plots of these trials (slow, 
fast, low frequency + large amplitude and focus on powerful 
up-kick) are shown in Fig. 3a–d.

Repetitive vortical structures are created after each down-
kick and were present in the vorticity plots. Due to self-
induced motion, the vortices move downward and appear 
under an incline.

In Fig. 4, we show on the velocity field and vorticity com-
ponent perpendicular to this plane for a representative vorti-
cal structure. In particular, the jet produced by the vortex 
ring is clearly visible in the velocity vector field. The radius 
R of the vortex rings produced during the kicks is approxi-
mately 0.1 m (see Figs. 3 and 4). Because of the finite size, 
the vortex ring in Fig. 4 is not dominantly present in the 
other planes of interest ( |Z| = 5450, 5700, 6200, 6450mm).

Since vorticity � was determined by velocity differences 
over small distances, a point of concern is its uncertainty �� . 
This uncertainty depends on the random fluctuations �u and 
�v of the measured velocities, and their correlation properties 
in a way that has been documented by [16]. Their formula 
can be generalized readily to our averaged vorticity (Eq. 2), 
while �u , �v and their correlation can be measured from the 
background velocity field. This field was not constant, but 
fluctuates due to the fluctuations of the rising bubble veloc-
ity. With values �u ≅ �v ≅ 0.1 m/s in the experiments we 
find �� ≅ 1.3 s −1 . This is a crude estimate as �u and �v are 
not the same everywhere. Even with �� = 3 s −1 the vortical 
structures which we associate with kicks are way above the 
background.

An approximation of the impulse � of the vortex ring can 
be estimated by:

where �  is the circulation of the vortex ring (based on one 
of the patches in a 2D cross-section), R is the vortex ring 
radius measured from center to core and � is the unit vec-
tor of the impulse in the axial direction normal to the plane 
of the vortex [13]. The impulse of the vortex ring in Fig. 4 
is approximately 10.1 kgm/s ( � ∼ 0.32m2∕s , R ∼ 0.1m ). 
The accuracy of these values depends on the interpolation 
scheme used to obtain the velocity field. Nevertheless, it is 
a reasonable estimate of the generated impulse.

4  Discussion

The appearance of the vortical structures in Fig. 3 is con-
firmed by the fact that they exist for a long period of time 
(visible in a series of frames) and they appear on positions 
expected from the raw records (see supplementary video 
material for the raw video records). Moreover, the typical 

(4)� = ���R2
�,
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vorticity signature, consisting of a patch of clockwise and a 
patch of counter-clockwise rotation, resembles an intersec-
tion of a vortex ring. This is in agreement with previous 

observations in the literature [6, 8, 9, 21, 22]. Unfortunately, 
the applicability is not valid for all strokes yet. The vortices 
in the ‘high frequency + small amplitude’ and the ‘focus on 

Fig. 3  Vorticity plots at |Z| = 5950mm of four different styles of 
kicks: a slow, b fast, c low frequency + large amplitude, d focus on 
powerful up-kick. The swimmer is moving from left to right. Just 
the flow in the wake at the back of the swimmer is shown, since the 
swimmer disturbs the PIV analysis. Blue colors indicate clockwise 

motion, red colors indicate counter-clockwise motion. The vortical 
structures present in the flow are visualized by their cross-sections 
with the measurement plane and are indicated by the dashed boxes, 
they slowly move downward. The dashed line indicates the height at 
which the swimmer moved approximately

Fig. 4  The velocity field (vector plot) and the vorticity component perpendicular to the plane of visualisation (color map), in, respectively, (a) 
and (b), of a typical coherent vortical structure found in the kick trials. From the vector field the mean rising speed of the bubbles is subtracted
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powerful down-kick’ trial did not appear in the PIV analysis, 
most probably because the vorticity is weaker, smaller or 
less coherent in those cases.

It is peculiar that in most cases only the vortices after 
the down (extension) kick could be made visible. It seems 
that the vortices produced after the up-kick are weaker, 
smaller or less coherent, and are not captured by the PIV 
analysis. From the literature it is known that significantly 
more thrust is produced during the extension kick. During 
the up (flexion) kick, smaller and less coherent vortices are 
produced [6, 22], which is in agreement with the results 
in this study and moreover explains the poorer visibility. 
This difference occurs due to a joint asymmetry within the 
human body, and a larger projected frontal area during the 
flexion kick [6, 22]. Another reason can be found in the 
combination of a weak secondary circulation induced by 
the bubble curtains directed upward ( ∼ 0.04 to 0.10 m/s), 
and the self-induced motion of a vortex ring ( |�| ∼ 0.18m/s 
for R ∼ 0.1m , � ∼ 0.32m2∕s and � = 0.05m [4]). The self-
induced motion is also directed nearly straight upward for 
a possible vortex ring after the up-kick. Hence, these struc-
tures disappear from the field of view more rapidly.

Based on the results of this study, it can be concluded that 
the SA-PIV with bubbles in a regular swimming pool works 
properly to visualize four flow structures within a limited 
range of size and vorticity. The measurement environment 
unfortunately does not yet allow accurate, repeatable valida-
tion of experiments to define these limits precisely. However, 
some additional quantitative and qualitative experiments 
have been conducted with the system to test the performance 
of the system [20].

Regarding the accuracy in these experiments, most diffi-
culties arise at areas where noise originates from an inhomo-
geneous bubble distribution, and not directly from additional 
bubble dynamics. The bubble curtains show some large-
scale collective motion, leading to empty areas in planes 
of interest. To improve the system, it is suggested to supply 
the bubbles by means of a large perforated plate (2D) rather 
than perforated tubes (1D), to achieve a more equal bub-
ble distribution throughout the complete volume. The art 
of the refocussing technique lies in finding a good balance 
between filtering out-of-plane bubbles and retaining in-plane 
bubbles for the PIV analysis. The addition of homogeneous 
illumination of the measurement volume in such a way that 
the bubbles appear with a high intensity in all cameras can 
improve the results. Moreover, it would be interesting to test 
the implementation of pattern recognition for optimizing the 
algorithm, since the hexagon formation of the cameras is 
apparent in the refocussed images of the bubbles.

At this moment, just the flow in the wake behind the 
swimmer can be visualized, because the swimmer distorts 
the PIV analysis too much. In the future, it will be valuable 
to develop a dynamic mask suitable for these experiments 

to distinguish the flow features induced by the swimmer and 
the distortions originating from the swimmer’s body (which 
currently cannot be left out of the PIV analysis) [13]. With 
that, the flow closer to the body of the swimmer can be 
captured as well, and the ability of resolving smaller coher-
ent flow structures produced by the swimmer can be tested.

5  Conclusion

The objective of this study is to design, build and test a 
prototype system to visualize the flow around a swimmer in 
practice with the help of SA-PIV. The proof of principle is 
shown for a swimmer performing different styles of kicks. 
The expected vortex rings after each down-kick can be visu-
alized in most cases. However, the quantitative results must 
be carefully interpreted at this stage, because inhomogene-
ity of the bubble distribution compromised particle image 
velocimetry. In future research, the system must be further 
optimized to increase the range of flow structures that can 
be visualized.
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