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Abstract—Foundry services for photonic integration enable ac-
cess to such technologies and facilitate fab-less businesses mod-
els. The technologies are sufficiently mature for proof-of-concept
demonstrators, advanced prototypes, and two-medium small-
volume production. Further improvement of the technology pro-
cesses behind those services requires extensive research and devel-
opment efforts in order to advance the foundry offerings and assure
scalability, process control, and the yield required for volume pro-
duction. A high-level automation of test and assembly processes in
the PIC manufacturing chain is essential to improve statistical pro-
cess control and scalability of all processes. These allow for early
known-good-die identification, optimization of fabrication process
window, improved yield, and volume production. In this paper we
propose a standardized approach to chip layout that supports au-
tomated test and assembly processes already at the design phase.
Moreover, we describe a modular test software framework based
on open standards. Within this test framework, standard file for-
mats for chip, equipment, and measurement description, and the
open file formats for storage and exchange of data are described.
This test framework is a part of the openEPDA initiative and en-
ables test automation, user-defined testing, data analysis, exchange-
ability, and traceability across the full manufacturing chain from
design to product.

Index Terms—Photonic integrated circuits, photonic integration,
test, test automation.

I. INTRODUCTION

PHOTONIC integrated circuits (PICs) offer numerous ad-
vantages over their counterparts based on discrete com-

ponents and bulk optics. A large degree of integration results
in reduced footprint, improved stability and reduced energy
consumption [1]–[3]. PICs are readily present in solutions for
telecommunication networks [2], [4]–[8], but also increasingly
attract attention of other domains. Emerging areas of appli-
cations include data-center networks [9], sensing [10], [11],
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Fig. 1. Application specific photonic integrated circuit designed using a stan-
dardized layout and fabricated in a generic integration process. (a) Layout of a
PIC for validation of an automated die tester. (b) Microscope image of the InP
chip fabricated in an MPW run at SMART Photonics.

wireless communications, millimeter and terahertz [12]–[14],
cryptography [15], [16] and quantum computing [17]–[19]. This
widening range of applications of photonic ICs can be attributed
to an increased availability and accessibility to photonic inte-
gration technologies via open access foundry services that are
based on standardized, generic processes [1], [3], [20]. A num-
ber of photonic integration technology platforms using different
material systems is available in photonic foundries [21]–[25].
The maturity of the processes behind allows for fabrication ser-
vices to be offered on a commercial basis. Most of the foundries
provide access to their generic integration technology via multi-
project wafer (MPW) runs [3], in addition to providing customer
specific, dedicated fabrication services. The MPW runs enable
a seamless path to design and fabrication of application specific
photonic integrated circuits (ASPICs), Fig. 1. Such photonic
foundries call for the emergence of other services at different
points of the PIC manufacturing chain, as schematically depicted
in Fig. 2a. A large variety of electronic-photonic design automa-
tion (EPDA) tools is available from several vendors [26]–[29].
Software packages support creation of layout and provide tools
for simulation at the component and circuit level. The availabil-
ity and functionality of process design kits (PDKs) for the main
technology platforms continuously increases. Offerings from
design houses and packaging service providers complete the
manufacturing chain from an idea to module, see Fig. 2a. The in-
creasing maturity of the EPDA tools, PDKs and generic technol-
ogy processes allows for the development of proof-of-concept
demonstrators, advanced prototyping and small-to-medium vol-
ume production.
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Fig. 2. (a) Manufacturing chain of photonic integrated circuit with (b) distribution of test processes from a design to product, after [32] and [34].

Fig. 3. Process cost breakdown (accumulated per process group) with respect
to the overall cost of manufacturing of an InP PIC-based module, after models
presented in [21].

Despite those advantages, many of the technology processes
and tools in the manufacturing chain of PICs require substantial
improvements in terms of standardization at the design [20], the
front-end fabrication [30], and the back-end processes [31]. In
addition, an increased level in automation of test, assembly and
packaging processes is necessary [32]. These processes have
been identified as the three main contributors to the overall cost
of PIC-based product manufacturing, reaching around 80% of
the total cost of a module based on an InP chip, Fig. 3, [33], [34].
The fraction of the cost of testing on its own can be as high as 29%
due to its spread across the full value chain, Fig. 2b. The perfor-
mance of a fabrication process has to be validated for every run,
as well as the performance of every fabricated device. Testing
performed at different stages of the fabrication (Fig. 2b) pur-
sues different objectives. On-wafer testing during and after the
fabrication is done for process qualification. Bar and chip testing
is first run by the foundry for building block qualification, and

later can be done for measuring circuit-level performance. This
is frequently overlooked, particularly in fragmented manufac-
turing eco-systems, and has led to underdevelopment in testing,
which affects other processes. Consequently, such manufactur-
ing chains suffer from lack of standardization and automation of
test both in the software and hardware layers for data collection
and storage. This results in limited exchangeability, interoper-
ability and traceability of data as well as difficulty in collection
of statistically significant data sets. The latter are compulsory for
adequate statistical process control (SPC) and for optimization
of process windows. Data feedback across the manufacturing
chain allows for development of correlations between different
process steps and enables early identification of known-good-
dies (KGD). Process variation data, as well as functional char-
acterization of basic components and circuits will enrich com-
pact models in PDKs and increase the functionality of EPDA
tools. Ultimately, increased research and development efforts
to improve test processes are needed in order to reduce the
cost and to improve scalability and yield, which enable volume
production.

In this paper we propose a standardized approach to PIC lay-
out enabling access to automated testing and generic assembly
and packaging services [35]. To satisfy the increasing demand
in data amount, quality, and traceability our approach incorpo-
rates a framework for measurement automation and data han-
dling, openEPDA [36]. The proposed concept is to interface the
photonic integrated circuit designers who define the test pro-
tocol during the design stage with the test facilities. This is
achieved through a modular approach to the test infrastructure,
which enables automation of the process and at the same time
allows the user to define measurement procedures and their pa-
rameters. In the following section we also introduce an open
data format which is used to store heterogeneous measurement
data together with the experiment metadata, and is compatible
with the openEPDA framework. In the last section we demon-
strate a practical implementation of the standardized layout and
openEPDA framework in a semi-automated die test system. The
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Fig. 4. Standardized PIC layout setting conventions for edge-coupled circuits,
which include die orientation, naming and locations of input-output ports, fidu-
cials, and indication of restricted areas important for assembly and packaging.

characterization of a sample that follows the standardized layout,
is carried out according to a user-defined test sequence.

II. STANDARDIZED LAYOUT TEMPLATES

In order to enable automation of the test and assembly pro-
cesses, a set of standard conventions and design rules regarding
layout of PICs has been defined in line with the framework of
the PIXAPP pilot line [35] as presented in Fig. 4.

Standardization of layout templates will greatly benefit cus-
tomers with low and mid volumes as well as the automated test
and assembly tooling vendors. In the first case by lowering the
entry barrier for production of PIC modules and in the latter by
enabling development of modularized and standard tooling.

The scope of the definitions covers naming and allowed posi-
tions of electrical and optical input/output (IO) ports, die orienta-
tion aspects, placement of fiducials supporting test and assembly
process automation, and limitations imposed on the design area
taking into account back-end processes and automated testing.

The die orientation should be clearly marked, e.g., with a com-
pass rose with the directions being referenced as north, south,
east and west, as presented in Fig. 4. Optical ports should be
placed on either east or west, or on both, should a transmission
measurement be carried out. In all cases, a clearance from the
north and south edges of the die may be necessary, e.g., due to the
placement of the electrical pads. In this particular example, we
considered edge optical coupling. For vertical optical coupling
through grating couplers, as commonly used in membrane and
silicone photonic circuits, design rules adapted to that situation
can be implemented.

Depending on the assembly process, there may be additional
design rules for the placement of the optical ports. The electri-
cal ports can be placed on all sides of a die while placement of
optical and electrical IOs on the same side is not allowed. In
addition to allowed positions, the electrical contacts have to re-
spect clearance sections resulting from an overspray of coatings
and/or assembly processes e.g., fiber attach or wire-bonding.
The naming format of the IO ports indicates the type of the port,
its location on the die, and a number in a group. Having standard

Fig. 5. Example implementation of a staggered layout of electrical DC pads
in Nazca design. Placement in the south side of the die, in two rows, with pad
dimensions of 70 µm by 90 µm and a pitch of 150 µm for both horizontal and
vertical distribution.

names and locations will facilitate the communication between
designers, testers and packaging partners. The label ‘dc’ (low
frequency) or ‘rf’ (higher frequency) indicates electrical ports
that can be located at north, east, south and west side of a chip.
The ‘io’ prefix indicates optical ports that can be located either
at east, west or at both sides of the PIC. The layout should also
include at least two fiducials that allow to position a die in three
dimensions (in-plane position and angle) in a unique way, to sup-
port automation of the test and assembly process. More fiducials
can be added for redundancy. The shapes of fiducials should be
tolerant for the fabrication errors and defined in the layers that
are fabricated with most accurate process steps. Two examples
of the possible shapes (bars with crosshair and three discs) are
presented in the Fig. 4. In addition, size, spacing (pitch) and type
of the contact pads are defined within those allowed by a par-
ticular fabrication technology. An example of standard layout
of electrical dc pads with all relevant dimensions indicated is
shown in Fig. 5.

Implementation of those standards in EPDA tools in the form
of assembly design kits (ADK) allows to take test and packag-
ing aspects into account at an early design stage [26]–[29]. An
example of implementation of such a standardized template for
the design of a PIC for the automated die tester development and
a microscope image of a fabricated chip is shown in Fig. 1.

While designing the mask layout, the EPDA tools will produce
a chip description file (CDF). The CDF includes the type, label,
and coordinates of all electrical and optical input-output ports
and of the fiducials that can aid automation of the measurement
and assembly processes.

III. OPEN TEST FRAMEWORK

The primary objective for the test framework is to decouple the
software control of the test equipment hardware, run by the test
facility, from the test settings provided by a PIC designer. This
is done with standardized software APIs that link well-defined
tasks with a configuration file provided by the user that uniquely
specifies the tasks to be carried out. In addition, a configuration
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Fig. 6. Block diagram of the modular test infrastructure with its implications
to the design.

file that describes which equipment will perform a specific task
at a specific measurement setup is defined by the test provider.

A. Software Modules

The test framework software is based on the Python program-
ming environment [37] and takes advantage of its widespread
use due to free and open access and extensive library of available
modules supported by a large and very active community. The
framework consists of several control modules, each responsi-
ble for a specific task. The hardware control module is used for
low-level communication with the equipment. The positioning
and alignment control modules are responsible for coarse chip
positioning and its alignment to optical and electrical probes.
The measurement control module initializes and runs the vari-
ous measurement modules according to a user-defined specifi-
cation, and the data storage controller is responsible for saving
the measurement data. In Fig. 6, the schematic diagram of the
test framework is presented, indicating interaction modules at
design and testing phases.

The framework has a modular structure, where different parts
are coupled with other parts through a well-defined open appli-
cation program interface (API), and can easily be replaced or
extended. For example, the test actions are carried out by mea-
surement modules. These measurement modules can be standard
(provided by the test house, e.g., a current–voltage-sweep mea-
surement) and user-specific (provided by the user to characterize
a specific circuit). The measurement modules define the tests in
an instrument-agnostic way, and can be run with any other in-
struments of the same class. As another example, in a test setup,
a custom chip and fiber positioning / alignment system can be
replaced by the one provided by a commercial vendor. It is quite
straightforward then to incorporate a commercial system in slave
mode without changing the rest of test setup: only a thin wrapper
implementing the abovementioned API needs to be added to the
commercial system.

B. Configuration Files

Various settings required for the measurements are contained
in configurations files, which are the equipment description file

(EDF), the chip description file (CDF), and the measurement
description file (MDF) (Fig. 6). The configuration files are writ-
ten in the YAML format [38], which is a human readable and
editable text format with a rich support in many programming
languages.

The measurement setup performing the test is described in
the EDF. It contains the list of available equipment, their settings
(e.g., GPIB address) and configuration specification. The EDF is
provided by the test house, and is static for a given measurement
setup.

Measurement tasks from the users are described by a combi-
nation of CDF and MDF. The CDF contains information needed
for execution and automation of the measurement processes.
It includes names and coordinates of the optical input/output
ports, of the electrical pads, and of any fiducials present on the
chip. Information about coordinates is required for automated
chip positioning and accessing required inputs and outputs with
electrical and optical probes. The MDF contains a description
of the measurements to be run in a given test session. Here, spe-
cific measurement settings are stored together with the names
of the test actions to be performed. Both CDF and MDF can be
generated automatically or by the user during the chip design
stage, which is a step towards implementation of a design-for-
test methodology.

IV. OPENEPDA DATA FILE FORMAT

As seen from the diagram in Fig. 6, the data during design
and fabrication of PICs may be generated at multiple stages,
the simulations and measurements being the main ones. In or-
der to facilitate the exchange of data between users, test house,
foundries and others, a standard file format is discussed below.

A. Data Exchange

The data generated during the measurements is used for differ-
ent purposes: pass-fail procedure, process control, device model
development and calibration. This involves various parties, such
as the foundry, measurement labs, designers, and software com-
panies which use different tools to generate and process the test
data. Therefore, the generated data comes from different sources
and can be heterogeneous. The experimental data is obtained
from the measurement equipment directly when a measurement
or observation is performed. It is usually numeric data in the
form of scalars or arrays. The identifiers of the wafer, die and
circuit under test represent some of the metadata for the given
observation. Metadata may also include the information regard-
ing the equipment used, particular settings, date of calibration,
ambient conditions, etc. The metadata can be of various types,
for example simple numeric or textual data, or structured as ar-
rays or maps. An overview of the datatypes is presented in the
Table I.

To summarize, the described above data landscape sets sev-
eral requirements to the data format to be used for representing
the data. It should be able to store heterogeneous unstructured
metadata together with potentially large arrays of numeric mea-
surement data. The format should be both human- and machine-
readable and self-explanatory.
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TABLE I
EXAMPLES OF DATA TYPES

B. Standardized File Format

We have developed a standard file data format, which sat-
isfies the abovementioned requirements. The file format only
describes the syntax of the data file (how the data is stored),
and does not define any data schema (what is stored). This for-
mat is sufficiently flexible to include any arbitrary structured
data, including arrays and maps. The generated files are human-
readable and are straightforward to be imported by any software
or analysis tool. The proposed data exchange file format has the
following structure. The first line is a format identifier with a ver-
sion number, “# openEPDA DATA FORMAT”. After this, the
data part follows, which contains two sections. The first section
adheres to the YAML format [38] and contains all scalar (nu-
meric and textual) data in a “name: value” form. This format
is applicable for storing all previously mentioned types of the
data. The second section is a CSV-formatted [39] part to store
the tabular measurement data. This is suitable for most common
data, and can be imported in nearly all existing software. In those
occasions when the CSV format would not be adequate, or when
large binary data need to be included, the YAML section can be
extended to contain a reference to an external file.

The proposed format defines how to write the information
into the file. Besides this, the YAML section contains reserved
keys which start with an underscore symbol. At this moment,
“_openEPDA_version” and “_timestamp” are the two
required keys, which describe the version of the data file and the
time the data was created respectively. In future, other reserved
key may be defined.

An example of (part of) a measured optical spectrum is shown
in Fig. 7. Line 1 specifies the file format. Lines 2 to 14 contain
metadata in YAML-format, two of which (lines 2 and 3) provide
values for the two required keys. In the example, only string and
float data types are used, however arrays and maps can also be
included. Line 15 contains a standard document-end marker.
Lines 16 to the end of the document contain the CSV-formatted
tabular data with a single header line.

Fig. 7. Example of the openEPDA data file. The file contains the format iden-
tifier, a YAML-formatted section with the version, and a CSV-formatted section.

Fig. 8. Microscope image of a PIC with 50 DUTs put in a transmission con-
figuration, resulting in 100 optical IOs per die side.

V. SEMI-AUTOMATED DIE MEASUREMENTS

As a demonstration of the proposed design, data, and test de-
scription standards, we present a test case with a measurement
defined according to these standards and performed on an auto-
mated setup.

A photograph of the chip that was characterized is shown in
Fig. 8. It was fabricated in an InP active-passive MPW run by
Smart Photonics [21], and its layout is designed according to the
description presented in Section II, with a single row of electri-
cal contacts. It contains two groups of 2× 2 3-dB MMI couplers
[40], which are each referred to as a Device Under Test (DUT).
The first group of couplers, 30 in total, has input waveguides
implemented in a shallow (low contrast) cross-section [3]; the
second group contains 20 couplers with input waveguides in the
deep (high contrast) cross-section. All MMI couplers have vari-
ations in their geometric design parameters, such as MMI region
width, width of input waveguides, taper length. For each coupler,
4 combinations of input (1, 2) and output (3, 4) waveguides for
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Fig. 9. Schematic of the measurement performed on the DUTs. XYZ shows
the left stage coordinate system used for fiber positioning and realignment.

each polarization have to be measured to characterize coupler’s
performance: transmission 1–3, 1–4, 2–3, 2–4. Each combina-
tion of input and output for a given MMI coupler represents a
single measurement, resulting in 120 and 80 measurements for
the MMI couplers with shallow and deep inputs respectively.

Besides DUTs, the chip contains straight waveguides, which
are used to reference the chip coordinate system with the po-
sitioning stage coordinate systems: 2 in the south part of the
chip, 2 × 5 in the middle, and 2 in the north part. The reference
waveguides in the south and north part contain an integrated
SOA for ease of alignment: when forward biased, they generate
an optical signal in the waveguide, which enables easier and in-
dependent alignment of the input and output waveguides. This
is significantly simpler as compared to the “passive” alignment,
when no light is generated or detected on-chip, in which case
both input and output fibers have to be coupled to the waveguide
simultaneously.

A simplified schematic of the measurement setup is shown
in Fig. 9. For InP-based technologies, edge coupling though
cleaved chip facets is typically used. To reduce the fiber mode
size for better matching with the waveguide mode, a lensed po-
larization maintaining fiber is used in the setup. In the experi-
ments, a broadband light source connected to the input side of
the setup and a power meter measuring the output optical power
were used.

Before the automated measurement can start, a mapping of
the stage and chip coordinates has to be done. This is performed
by aligning both input and output fibers sequentially to one ref-
erence waveguide in the south and one in the north part of the
chip. Full automation of this mapping step is foreseen in the next
release of the test framework. After each alignment, stage coor-
dinates (x, y, z) and chip coordinates (u, v) which are specified in
CDF are recorded and the transformation matrix is calculated.

Following the calibration of the reference waveguides, an au-
tomated test sequence is started. Measurements for each DUT
include positioning, realignment, and measurement itself. Dur-
ing the positioning step, the fibers were coarsely moved to the
input and output waveguides of the DUT based on their chip
coordinates that are taken from the CDF. The corresponding

Fig. 10. Number of measurements for which a particular power difference
from the reference ΔPn,s was measured. The main plot has a bin size of 1 dB.
The inset shows the details of the distribution in a range of ±0.05 dB around 0,
with a bin size of 0.005 dB.

stage coordinates were calculated using the transformation ma-
trix calculated on the calibration step. Realignment was done
by iteratively adjusting the position along 6 axes (3 orthogonal
axes per side) using the signal from the power meter as a feed-
back. With edge coupling, the power transmission coefficient is
described by theory of overlapping Gaussian beams [41] in first
approximation, which means that an optimum fiber tip position
exists for all three axes. Finally, the measurement itself con-
sisted of taking a power meter readout at the optimized coupling
position.

We have performed a transmission measurement of 30 MMI
couplers with shallow inputs. The measurement was done in
three sessions (s = 1..3), each consisting of 120 single mea-
surements (n = 1..120), resulting in 360 power values Pn,s.
All measurements were done on the same chip. The chip place-
ment did not change between the sessions, however the reference
waveguide calibration was done independently for each session.

The first session was used as a reference for comparison with
the other two sessions. For each measurement n, we used the
transmission from the first session P ref

n = Pn,1 and calculated
the power difference for other two sessions:

ΔPn,s = Pn,s − Pn
ref

where n is the measurement index, and s = 2, 3 is the session
index. The histogram of the obtained values ΔPn,s (s = 2, 3)
is presented in Fig. 10. The plot shows the number of measure-
ments for which a particular power difference from the refer-
ence power ΔPn,s was measured. The standard deviation of
the power difference is σΔP = 0.012 dB (see inset of Fig. 10),
which shows a very good repeatability of the positioning and
realignment procedures. Fig. 10 also shows a small number of
outliers, with power difference reaching –31 to –34 dB. This
may happen when the initial alignment is offset from the op-
timum position by more than 5 μm. There are local maxima
and accidentally automated realignment algorithms finds these
maxima instead of global maximum. This pattern is similar for
every measurement, which explains the small spread of power
values: –31 to –34 dB below the optimum coupling. Although
the power difference is disruptive for DUT characterization, we
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Fig. 11. Transmitted power as a function of fiber tip offset along three axes.
(a) Measured values (dots) and fit (solid lines). (b) Fit near the maximum (solid)
and 0.02 dB margin (dashed), resulting in 0.13, 0.19, 0.76 µm full range for
vertical, lateral, and focal direction respectively.

clearly recognize these outliers and found a reliable way to avoid
them in an updated alignment procedure.

To quantify the fiber tip positioning repeatability, we have
measured the transmitted power dependency on the offset from
the optimum coupling position. The plots are shown in Fig. 11.
Fig. 11a shows measured and fitted power for three axis: lat-
eral, vertical, and focus corresponding to x, y, and z directions
in Fig. 9. As described in [41] the fitting was done to a Gaussian
function in the vertical and lateral directions, and to a Lorentzian
function in the focal direction. For the focal direction, two differ-
ent widths of a Lorentzian function were used for offsets below
and above 0 μm. Fig. 11b shows a zoom of the fitted curves and
a dashed line showing the 0.02 dB margin from the maximum
of each curve. From the fit for a given margin of 0.02 dB, a
maximum total range of the fiber tip position near the optimum
can be calculated: 0.13 μm, 0.19 μm, and 0.76 μm for vertical,
lateral, and focal directions respectively.

VI. CONCLUSION

A standardized approach to PIC layout that enables develop-
ments of generic and automated processes for test, assembly,
and packaging has been proposed. The generic assembly and
packaging services are very well suited for prototyping and low
volume manufacturing [35], [42], [43]. Layout standardization
allows for increased automation of the technology processes at
front-end and back-end. It enables and eases scaling to volume
production. However, at a certain volume threshold at individ-
ual businesses, one will likely require customization in order to
optimize the overall efficiency and cost. Furthermore, the stan-
dardized layouts allow for testing automation at different points
of the manufacturing chain, at die, bar and wafer levels. In or-
der to handle the test process and data generated, we introduced
the openEPDA modular test framework and standardized data
formats, which are available for everyone to implement and can
enable easy exchange of measurement specifications and data
exchange between various partners. Both standardization and

modular framework have been validated in a semi-automated
test environment, showing a clear advantage in terms of relia-
bility and reproducibility of the achieved results. If deployed on
fully automated and speed optimized hardware they will facil-
itate high throughput testing. These will benefit statistical pro-
cess control for improvement of the manufacturing processes,
enrich EPDA tools and enable design-for-test and first-design-
right methodologies and lead to the reduction of the costs asso-
ciated with the test.
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