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ABSTRACT

Kinetic theory and molecular dynamics play an important role in investigating non-equilibrium phe-
nomenon at liquid-vapor interface where evaporation/condensation take place. A new alternative
method to extract the evaporation/condensation coefficients on molecular level is presented as well
as an overview of existing coefficient Molecular Dynamics (MD) extraction methods. The alternative
method shows the advantage that no additional MD simulations are required to define the evapora-
tion/condensation coefficient compared to the methods of Gu [1] and Ishiyama [2]. The influence of the
liquid and vapor boundary position on the evaporation coefficient is investigated. Exploring different
combinations of the methods, provides multiple coefficients for each temperature T between the boil-
ing (Tb = 87.3K) and critical (TC = 150.7K) temperature of Argon. For an equilibrium liquid-vapor
system of Argon, the results include an average evaporation coefficient 0.9 ≥ αe ≥ 0.4 as function of
temperature with standard deviation 0.07 ≥ σ ≥ 0.04. Comparison between our results and literature
data shows that most data falls within the confidence bounds and confirms that, at equilibrium, the
coefficients decrease with increasing temperature. Using the half-range Maxwellian assumption for the
distribution of the outgoing mass fluxes from the liquid to vapour phase results in higher evaporation
coefficients when compared to corresponding values based on molecular computed fluxes. Depending
on the vapour boundary position, this results in often unrealistic (σe > 1) evaporation coefficients at
low temperatures.

1. Introduction

Evaporation and condensation is a non-equilibrium process which has many applications in differ-
ent fields including biology, astronomy, physics, chemistry and engineering [3]. Accurate models to
describe the transfer of mass and energy across the liquid-vapor interface have become increasingly im-
portant in recent years [4] and are seen as a key to design and development of future high-performance
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two-phase microscale cooling systems [5]. In principle, molecular dynamics (MD) can describe this
process precisely. However, due to the large computational cost of MD, practical modelling typically
consists of a multiscale approach in which continuum, e.g. Navier-Stokes and gas kinetics, e.g. BGK,
S-model [6], DSMC models are used to capture heat/mass transfer in the bulk. MD can be used
to study the liquid-vapor interface on the molecular scale to generate the appropriate molecular pa-
rameters to the kinetic boundary condition (KBC). In particular, accurate definition of coefficients
appearing in the KBC as a function of system operating conditions are of particular interest in order
to refine predictive models. Here we highlight different techniques that have been demonstrated in the
literature to define these coefficients from MD simulation results and present our own analysis which
includes the results of our new alternative method. The results of our analysis are used to define
rational confidence bounds on the evaporation and condensation coefficient for Argon in equilibrium
for temperatures between the boiling (Tb = 87.3K) and critical (TC = 150.7K) temperature. In the
next section, the definition of the evaporation/condensation coefficient is given in terms of mass fluxes.
The evaporation extraction methods of Meland [7], Gu [1] and Ishiyama [2] are briefly explained and
our alternative method is introduced and in detail presented. Thereafter, the properties of the equi-
librium molecular dynamics simulations are given. In section results, we show the average evaporation
coefficient αe and its ±1σ confidence bounds as function of temperature. These results are compared
with the coefficients obtained using the half-range Maxwellian distribution for the outgoing mass flux.
The final section contains our conclusions of the present study.

2. Liquid-Vapor boundary

The kinetic theory is capable of describing the vapor flow in combination with suitable KBC to de-
scribe the liquid-vapor interface. As mentioned, they play an important role, because they describe
the interaction of the vapor with its condensed phase in the interphase region. In kinetic theory, it is
assumed that the interphase region (Knudsen layer) has zero thickness [7].

The fraction of molecules which condense to the total colliding molecules on the condensed phase
is termed the condensation coefficient (αc). The fraction of evaporated molecules to the total outgo-
ing molecules from the condensed phase is defined as the evaporation coefficient (αe). The part (1−αc)
vs (1− αe) are those molecules which reflect back into the vapor vs condensed phase respectively.

At the molecular level, these coefficients are defined as,

αe =
〈Jevap〉

〈Jevap〉+ 〈Jref 〉
=
〈Jevap〉
〈Jout〉

, αc =
〈Jcond〉

〈Jcond〉+ 〈Jref 〉
=
〈Jcond〉
〈Jcoll〉

(1)

where 〈J...〉 is the time-averaged mass fluxes of the evaporating, condensing, outgoing, colliding and
reflecting molecules. To properly account for these fluxes in MD simulations, it becomes necessary to
define liquid and vapor boundaries in the interphase region, see Fig.1.

In the case of an equilibrium state (αe = αc), it is assumed that the molecules colliding with the
liquid-vapor interface will reflect diffusively and that distribution function of the colliding molecules
is given by the half-range Maxwellian fe(ξ) with ξ · n < 0. Hence, the mass flux from the liquid to
the vapor phase is defined as [2],
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〈Jout〉e =

∫

ξz>0
ξzf(x, ξ)dξ =

∫

ξz>0
ξzfe(ξ)dξ = ρv

√
RTL
2π

(2)

where we have assumed a planar interface such that ξ · n = ξz the velocity component perpendicular
to the interface. Eq. (2) is the outgoing mass flux at the equilibrium state.

In Fig.1, the liquid boundary can be considered as the “end” of the liquid phase and the vapor
boundary as the “beginning” of the vapor phase. In between an interphase layer is defined.

In our previous study [8, 9] we observed a large discrepancy in the heat flux and energy flux be-
tween the numerical results of the MD simulations and the steady-state S-model equation. This was
traced back to the precise definition of the liquid and vapor boundary positions in the MD simula-
tions used to extract coefficients for the KBC. The implication of this boundary position in different
methods used to derive the evaporation/condensation coefficients is investigated.

Figure 1: Schematic of the liquid-vapor interphase and the corresponding mass fluxes [10]

Meland et al. [7] used a geometrical definition to locate the liquid boundary. It is defined as the
position where a tangent line attached at (n∞+nmaxliq )/2 in the density profile crosses the line given by
nmaxliq . Here, n∞ is the vapor density far away from the interphase and nmaxliq is the maximum density
attained in the liquid phase. The vapor boundary position is defined using the Soave-Redlich-Kwong
(SRK) equation of state. It is the position near the interphase where pressure difference |pMD−pSRK |
becomes greater than the max(|pMD − pSRK |) in the vapor phase, i.e. larger than statistical fluctua-
tions. Hence, both definitions are based on macroscopic properties. Gu et al. [1] mentioned that this
way of defining both boundaries is impractical for an unsteady non-equilibrium state where a liquid
layer keeps growing or decreasing due to the evaporation and condensation. The statistical noise of
the MD results will make it difficult to use both methods to locate the liquid and vapor boundary
without having enough quasi-steady samples.

Gu et al. [1] focussed on a new procedure to address the problems of Meland [7]. They used a
microscopic approach in which the location of the liquid and vapor boundary are based on the av-
erage number of interaction partners N ′k(t) per molecule per bin k. To determine the position of
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the boundaries, two criteria values, Cv and Cl are set as the limit on N ′k(t) to consider the fluid to
be in the vapor or liquid phase. When moving from the liquid to the vapor phase, the first bin for
which N ′k(t) < Cl is recorded as the bin in which the liquid boundary is located. Similarly, the vapor

boundary is locate in the first bin for which N ′k(t) > Cv when moving from the vapor to the liquid
phase. The precise location of the liquid/vapor boundary within the bin is determined by the position
of the molecule which has the largest/smallest number of interaction partners respectively. The limit
values, Cl, Cv, are obtained from separate MD simulations of pure liquid and pure vapor. Hence, for
an equilibrium simulation at temperature T it requires two additional MD simulations. Whereas for
a non-equilibrium simulation with temperature T1 and T2, 4 additional MD simulations are needed.
Furthermore, in case of non-equilibrium it becomes unclear at which temperature the additional MD
simulations should be performed. Due to evaporation and condensation, a temperature gradient exists
in the liquid and vapor phase.

Ishiyama et al. [2] calculated the evaporation coefficients in equilibrium state by introducing the
concept of the spontaneously evaporating mass flux 〈Jspevap〉. The coefficient, according to [2], is defined
as,

αe =
〈Jspevap〉
〈Jout〉e

= αc (3)

where 〈Jout〉e is defined in Eq. (2). The spontaneously evaporating mass flux is obtained from
simulations of evaporation into vacuum. A vacuum boundary is placed within the vapor phase close
to the interphase. Molecules that cross this boundary will be removed, hence no molecules can come
back from the vacuum side. The vacuum boundary is located far enough from the liquid-vapor
interphase such that at positions z∗ < zvacuum−boundary the net mass flux of molecules is equal to the
outgoing mass flux of molecules i.e. (〈J+〉 − 〈J−〉)|z∗ = 〈J+〉|z∗ . The net mass flux of molecules is
defined as 〈J+〉 − 〈J−〉 with 〈J+〉 the outgoing mass flux and, 〈J−〉 is the colliding mass flux. The
spontaneously evaporating mass flux is defined as [2],

〈Jspevap〉 = 〈J+〉 − 〈J−〉 = 〈J+〉|vacuum−boundary (4)

Using this method, defining the liquid and vapor boundary location becomes redundant. How-
ever, Kobayashi [10] used this concept to improve the previous methods [1, 7] of determining the
liquid and vapor boundary positions. An average position z can be calculated from the positions
z∗ < zvacuum−boundary at which the net mass flux is equal to outgoing mass flux. The vapor boundary
position was defined at the average position z. The liquid boundary location was set at the position
where the spontaneously evaporating mass flux 〈Jspevap〉 from the vacuum simulations is equal to the
evaporating mass flux 〈Jevap〉 from equilibrium simulations. According to [10], this method is appro-
priate to determine the liquid and vapor boundary in equilibrium and non-equilibrium simulations as
well as multi-component systems. Similar to the previous method, additional MD simulations (into
vacuum) have to be performed to calculate the mass flux.

We developed an alternative method (Wolf) which rely on shifting the vapor boundary position.
This method explores the behaviour of the evaporation coefficient (Eq. (1)) in the interphase region.
Applying one of the existing methods [1, 2, 7] to define the liquid boundary, the vapor boundary is
shifted from the liquid to the vapor phase and thereby extracting the coefficient. Fig. 2 depicts the be-
haviour for different liquid boundary positions ZLb

(randomly chosen). The alternative method defines

4



Proceedings of the International Symposium on
Thermal Effects in Gas flows In Microscale
October 24-25, 2019 – Ettlingen, Germany

the maximum value attained in the interphase/vapor region as the evaporation coefficient, denoted
by the black dot in the figure. The position of this maxima could be regarded as the location of the
vapor boundary. Hence, no additional simulations are needed to define the vapor boundary position
or evaporation coefficient. Depending on which method is used for the liquid boundary, additional
simulations may be required.

Figure 2: The behavior of the evaporation coefficient αe for different liquid boundary positions ZLb = 0.0 − 3.0nm.
The results corresponds to an equilibrium MD simulation in which αe = αc. The solid line represents the normalized
density profile ρ∗ = ρ/ρL. Black dots defines the evaporation coefficient for different liquid boundary positions (randomly
chosen) according to the alternative method.

3. Equilibrium Molecular Dynamics simulation

The system to extract the evaporation and condensation coefficients consists of Argon vapor confined
between its condensed phase as show in Fig. 3. Software package LAMMPS[11] has been used to
execute the equilibrium MD simulations. The system contains between N = 8000− 10000 molecules
depending on the temperature which ranges from T = 90−150K (T/TC = 0.6−1). This corresponds to
a liquid-vapor equilibrium above its boiling point Tb = 87.3K and below its critical point TC = 150.7K.
A Nosé-Hoover thermostat is applied within the grey regions denoted by T in Fig. 3 to control the
temperature. The dimensions of the simulation domain are Lx = Ly = 5.7nm and Lz = 75.0nm. The
intermolecular forces between the Argon atoms are calculated using the 12-6 Lennard-Jones potential,

U(r) = 4ε
[(σD

r

)12
−
(σD
r

)6]
(5)

where the molecule diameter σD = 0.3405nm and energy ε/kb = 119.8K (kb is the Boltzmann con-
stant). The cut-off distance is set to 1.5nm[2]. Periodic boundary conditions are imposed in all
three directions. To obtain steady-state, the center of mass position of the system has been fixed to
avoid drifting of the atoms in any direction during the simulation. Newton’s equation of motion are
solved with time step of 4fs. After steady-state is obtained, the simulation continued for 20000000
time step (80ns) and the configuration of the molecules has been extracted every 500 steps. Hence,
Ns = 2 × 40000 = 80000 data sets (two liquid-vapor interfaces) are used to extract the evapora-
tion/condensation coefficient. The macroscopic properties are obtained by dividing the z-direction of
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the simulation domain into bins and time-averaging over the extracted data. The liquid and vapor
properties (pressure, density, temperature) are within 5% of the NIST-REFPROP [12].

Figure 3: Schematic of the MD simulation domain. Grey area denotes the region of the Nosé-Hoover thermostat.

4. Results

As shown in Fig. 2, the position of the liquid boundary ZLb
influence the behaviour of the evaporation

coefficient. When the liquid and vapor boundaries are assessed at the same location (ZLb
= ZVb), the

value of αe collapses to unity. As the vapor boundary is shifted right away from the defined liquid
boundary location, it attains a minimum approximately half-way the decreasing density profile and
increases until the end of the interphase region where a local maximum is attained. Shifting the liquid
boundary to the right increases the local maxima and its location moves slightly to the left. Moving
the liquid boundary towards the vapor phase implies that more molecules are considered to be in the
liquid phase (z < ZLb

). Hence, the mass flux of evaporating molecules increases which reflects back
into an increase of the calculated evaporation coefficient.

Because of this sensitivity and the spread of the coefficients found in the literature [1, 10, 7], which
were performed under the same thermodynamic conditions (temperature, pressure, density), an unique
evaporation coefficient for each temperature cannot be defined. Since it is unclear where the exact
location of the liquid and vapor boundary is and thus the value of the coefficient, we investigated the
behaviour of coefficients for each temperature when different methods (Meland, Gu, Wolf) are com-
bined. This implies that for the liquid boundary position, the method of Meland [7] or Gu [1] can be
used. For the vapor boundary position, either the method of Meland, Gu or Wolf (alternative method)
can be applied. Hence, 6 different combinations can be formed to determine the evaporation coefficient.

Our aim is to determine the range these coefficients can vary for a certain temperature T when
different assumptions on the boundary positions are considered.

The results are depicted in Fig. 4 for different reduced temperatures. LB : X means that method
X (Meland or Gu) is used to defined the liquid boundary position and Vb : X means that method
X (Meland, Gu or Wolf) is used for the vapor boundary position. This results in 6 different coeffi-
cients for each temperature for which an average value αe is calculated. These average values are used
to fit a polynomial function (solid line), the standard deviation (±1σ) are shown by the error over-
lines. The relative standard deviation (RSD), defined as RSD = (σ/αe)×100, varies between 7%-10%.

As mentioned before, in case of an equilibrium state, the outgoing molecular velocity distribution
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is assumed to be described by a half-range Maxwellian. Hence, the outgoing mass flux can be defined
as 〈Jout〉e, see Eq. (2). The influence of using Eq. (2) for the outgoing mass flux instead of the
mass flux calculated from MD simulations, 〈Jout〉MD, is depicted in Fig. 5. This has been done for
all the 6 combinations of methods. A polynomial fit to the average values and ±1σ bounds are also
included. It can be observed that at low reduced temperatures (T/TC), some of these methods predict
the evaporation coefficient larger than unity. This is not possible according Eq. (1) because 〈Jref 〉 ≥ 0
which implies αe ≤ 1.

Figure 4: Evaporation/condensation coefficient as function of reduced temperature (TC = 150.7K) for equilibrium MD
simulations of Argon. 〈Jout〉 defined in Eq. (2) is calculated from MD simulation data.

When the vapor boundary location is determined with the method of Gu, the coefficient is much
larger than unity for T/TC = 0.6 (αe ≈ 3) and T/TC = 0.66 (αe ≈ 1.5), both values are not shown
in the Fig. 5. These values are related to the position of the vapor boundary which for low reduced
temperatures T/TC ≤ 0.73 are predicted to be closer to the liquid phase for the method of Gu compared
to Meland and Wolf. Therefore, it is reasonable to believe that the position of the vapor boundary is
closer to the liquid phase compared to the position at which 〈Jout〉e = 〈Jout〉MD. Hence, 〈Jevap〉MD

will not only capture evaporating molecules but also molecules reflecting back into the liquid phase so
that 〈Jevap〉MD > 〈Jout〉e.

Figure 5: Evaporation/condensation coefficient as function of reduced temperature (TC = 150.7K) for equilibrium MD
simulations of Argon. 〈Jout〉MD defined in Eq. (1) is replaced by the equilibrium outgoing flux 〈Jout〉e defined in Eq.
(2).
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In Fig. 6 the previous obtained polynomial fits of the averaged evaporation coefficients (Fig.
4, Fig. 5) are plotted together with values from the literature. The results of Nagayama [13] are
based on the transient state theory and are close to the average which also holds for the coefficients
given by Ishiyama [2]. The values of Gu [1] are below the average and outside the ±1σ bounds
for all temperatures. This can be again related to the vapor boundary position. Especially for the
low temperatures, ZVb(Gu) < ZVb(Meland) < ZVb(Wolf) holds, with ZVb the position of the vapor
boundary. According to Fig. 2, this implies that the coefficients of Gu will provide the lowest values
in most cases.

Figure 6: Evaporation/condensation coefficient as function of reduced temperature (TC = 150.7K) for equilibrium MD
simulations of Argon. The polynomial fits of the average coefficient αe and its ±1σ shown in Fig.4 and Fig.5 are plotted
with data from Gu [1], Ishiyama [2] and Nagayama [13].

5. Conclusions

• By shifting the vapor boundary from the liquid boundary towards the vapor phase, the behavior
of the evaporation coefficient is explored in the interphase region. This lead to the development
of an alternative method (Wolf) to determine the evaporation coefficient. Its local maximum
attained in the interphase region, Fig. 2, is defined as the evaporation coefficient.

• Performing additional MD simulations like Gu and Ishiyama are unnecessary in the present sim-
ulation approach (Wolf). However, depending on which method is used for the liquid boundary,
extra simulations may be required.

• Due to the influence of both boundaries on the evaporation coefficient and the spreading shown
in the literature, a unique coefficient cannot be defined. We attributed to this by exploring
the behavior of the evaporation coefficient when combining different methods to determine the
liquid and vapor boundary positions. This lead to the introduction of an average evaporation
coefficient 0.9 > αe > 0.4 as function of temperature with the relative standard deviation
RSD = σ/αe × 100 varies between 7%-10%.

• Depending on which definition is used for the outgoing mass flux, 〈Jout〉MD or 〈Jout〉e (Eq. (2)),
different average evaporation coefficients are obtained, Fig. 4 and Fig. 5. Coefficients larger
than unity, shown in Fig. 5, are not possible. They are related to the position of the vapor
boundary which will be located closer to the liquid phase compared to the position at which
〈Jout〉e = 〈Jout〉MD. Hence, 〈Jevap〉MD becomes larger than 〈Jout〉e.
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• The results of Ishiyama [2] and Nagayama [13] are close to the average value and within the ±1σ
bound, see Fig. 6. The results of Gu [1] are below the average and outside the ±1σ bound.

Acknowledgements

This project has received funding from the European Union’s Horizon 2020 research and innovation
programme under the Marie Sk lodowska-Curie grant agreement No. 643095.

References

[1] K. Gu, C.B. Watkins, and J. Koplik. Molecular dynamics simulation of the inverted temperature
gradient phenomenon. Fluid Phase Equilibria, pages 77–89, 2010.

[2] T. Ishiyama, T. Yano, and S. Fujikawa. Molecular dynamics study of kinetic boundary condition
at an interface between argon vapor and its condensed phase. Physics of Fluids, 16:2899, 2004.

[3] A.H. Persad and C.A.Ward. Expressions for the evaporation and condensation coefficients in the
hertz-knudsen relation. Chemical Reviews, 116:7727–7767, 2016.

[4] T. Tsuruta, H. Tanaka, and T. Masuoka. Condensation/evaporation coefficient and velocity
distributions at liquid–vapor interface. Int. J. Heat and Mass Transfer, 42:4107–4116, 1999.

[5] D.F. Hanks. Evaporation from Nanoporous Membrane for High Heat Flux Thermal Management.
PhD thesis, MIT, 2016.

[6] I.A. Graur and A. Polikarpov. Comparison of different kinetic models for the heat transfer
problem. Int. J. Heat and Mass Transfer, 46:237–444, 2009.

[7] R. Meland, A. Frezzotti, T. Ytrehus, and B. Hafskjold. Nonequilibrium molecular-dynamics
simulation of net evaporation and net condensation, and evaluation of the gas-kinetic boundary
condition at the interphase. Physics of Fluids, 16:223, 2004.

[8] M.C.W. Wolf, A. Polikarpov, A.J.H. Frijns, I. Graur, S.V. Nedea, , and R. Enright. Comparison of
numerical results of molecular dynamics simulations and s-model kinetic equations for evaporation
and condensation of argon. In Proceedings of the 3rd European Conference on Non-equilibrium
Gas Flows, pages 275–278, 2018.

[9] M.C.W. Wolf, R. Enright, A.J.H. Frijns, S.V. Nedea, I. Graur, and A. Polikarpov. The position
of the liquid and vapor boundaries and its influence on the evaporation/condensation coefficients.
In Proceedings of the 3rd MIGRATE International Workshop, pages 56–59, 2018.

[10] K. Kobayashi, K. Hori, M. Kon, K. Sasaki, and M. Watanabe. Molecular dynamics study on
evaporation and reflection of monatomic molecules to construct kinetic boundary condition in
vapor–liquid equilibria. J. Heat and Mass Transfer, 52(9):1851, 2015.

[11] S. Plimpton. Fast parallel algorithms for short-range molecular dynamics. J. Comp. Phys.,
117:1–19, 1995.

[12] E.W. Lemmon, M.L. Huber, and M.O. McLinden. Reference fluid thermodynamic and trans-
port properties-refprop. nist standard reference database 23,version 8.0. National Institute of
Standards and Technology, 2007.

9



Proceedings of the International Symposium on
Thermal Effects in Gas flows In Microscale
October 24-25, 2019 – Ettlingen, Germany

[13] G. Nagayama and T. Tsuruta. A general expression for the condensation coefficient based on
transition state theory and molecular dynamics simulation. J. Chemical Physics, 118:1392, 2003.

10


	ISTEGIM_flyer_Exhibitors_DINA4.pdf
	Laplace transform, regularized deconvolution and virtual thermal sensors, Maillet Denis
	Development of a microcontactor for gas/liquid separation for DMFC, Haas-Santo Katja
	WETTING DYNAMICS OF A DROPLET ON A SUPERHEATED SURFACE, Kumar Vikash [et al.]
	MEASUREMENT OF THE INTERFACIAL TEMPERATURE JUMP DURING STEADY-STATE EVAPORATION OF A DROPLET, Betsema Ruben [et al.]
	Microtextures inversely designed for Cassie-Baxter wettability, Deng Yongbo [et al.]
	COMPARATIVE STUDY OF THE EVAPORATION COEFFICIENT PREDICTING METHODS USING MOLECULAR DYNAMICS SIMULATIONS, Wolf Moritz [et al.]
	COUPLED THERMAL TRANSPORT AND MASS DIFFUSION DURING VAPOR ABSORPTION INTO SESSILE LIQUID DESICCANT DROPLETS, Wang Zhenying [et al.]
	FRICTION FACTOR EVALUATION OF COMPRESSIBLE MICROFLOWS USING 1D FANNO FLOW BASED NUMERICAL MODEL, Rehman Danish [et al.]
	Numerical Thermal Analysis for an Ideal Cryogenic Regenerator, Almtireen Natheer [et al.]
	Taming Fire at Microscale: Molecular Simulations and Devices for Microcombustion, Alexeenko Alina A.
	Non-classical heat transfer effects on micro scales, Aristov Vladimir [et al.]
	DECOMPOSITION OF GASEOUS MIXTURE INTO BALLISTIC AND COLLISION PART: MATHEMATICAL FORMULATION AND APPLICATION WITH DSMC METHOD, Meskos Stavros [et al.]
	Laminar to Turbulent Flow Transition in a Rectangular Duct with 1:10 Aspect Ratio Evaluated Using DNS and RANS Transitional Turbulence Model, Rehman Danish [et al.]
	GAS FLOW IN A MICRO-CHANNEL WITH AN ELASTIC OBSTACLE, Manoach Emil [et al.]
	OPTICAL, MOLECULAR SENSITIVE, IMAGING MONITORING TECHNIQUES AND APPLICATIONS IN THE MICROCHANNEL, Rädle Matthias [et al.]
	INVESTIGATIONS ON ACETONE VAPOUR PHOTOLUMINESCENCE FOR APPLICATIONS IN MOLECULAR TAGGING TECHNIQUES, Yeachana Venkata [et al.]
	EXPERIMENTAL EVIDENCE OF SUBSONIC CHOKING IN MICROCHANNEL SLIP FLOW, Garg Richie [et al.]
	SPECTRAL ANALYSIS FOR TUNING THE SLUG FLOWS IN MICROCHANNELS, Bucolo Maide [et al.]
	Non-intrusive diagnostics of micro-flows by Raman spectroscopy, Montero Salvador
	Flow visualization of gas flows in channels in the slip regime by means of molecular tagging velocimetry, Fratantonio Dominique [et al.]
	WALL TEMPERATURE DISTRIBUTIONS OF GASEOUS FLOWS IN MICRO-TUBES WITH CONSTANT HEAT FLUX, Shimomura Masato [et al.]
	EFFECTS OF FLOW TRANSITION ON HEAT TRANSFER OF GAS FLOW IN MICRO-TUBE WITH CONSTANT WALL TEMPERATURE, Yamaguchi Ryu [et al.]
	Engineering of nanomaterials and membranes interfaces: design, properties and applications, Bechelany Mikhael
	Gas flow technique for non-destructive porous media analysis, Johansson Martin-Viktor [et al.]
	FLOW CHARACTERISTICS OF CHOKED GAS FLOW THROUGH ADIABATIC MICROTUBES, Nishimura Kouki [et al.]
	EFFECT OF SURFACE ROUGHNESS ON FRICTION FACTORS OF GAS FLOW THROUGH MICRO-TUBES, Ueda Shuhei [et al.]
	A FLUIDICALLY CONTROLLED BI-MATERIAL ACTUATOR FOR AUTOMATION OF PAPER-BASED ASSAYS, Hong Chungpyo [et al.]
	QUANTIFYING INTERFACIAL THERMAL CONDUCTANCE AT SOLID-FLUOROCARBON LIQUID INTERFACES MODIFIED WITH SELF-ASSEMBLED MONOLAYERS, Yu Kenny [et al.]
	GASEOUS MIXTURE WITH EFFECT OF EVAPORATION AND CONDENSATION, Polikarpov Alexey [et al.]
	Covalent and Non-Covalent Interactions in Molecular Systems, Tkatchenko Alexandre
	INVESTIGATION OF MIXED CONVECTION IN A VERTICAL MICROANNULUS: VISCOUS DISSIPATION EFFECT, Altunkaya Ayse Nur [et al.]
	EFFECTS OF INLET MANIFOLD GEOMETRY ON THE LAMINAR TO TURBULENT TRANSITION OF GAS MICROFLOWS IN ADIABATIC RECTANGULAR MICROCHANNELS, Rehman Danish [et al.]
	MEASUREMENT OF HEAT TRANSFER IN HIGH KNUDSEN NUMBER FLOW FROM ANODIC OXIDE ALUMINUM FILMS, Yamaguchi Hiroki [et al.]
	THE INFLUENCE OF GAS-WALL INTERACTIONS ON THE ACCOMMODATION COEFFICIENTS FOR RAREFIED GASES: A MOLECULAR DYNAMICS STUDY, Mohammad Nejad Shahin [et al.]
	SIMULATION OF ADSORPTION AND DESORPTION PHENOMENA IN A GAS CHROMATOGRAPHY MICROCOLUMN, Brancher Ricardo [et al.]
	STUDY AND DEVELOPMENT OF FLUIDIC OSCILLATORS FOR HEAT REMOVAL, Saliba Georges [et al.]
	A NEW APPROACH TO THERMOCHROMIC LIQUID CRYSTALS CALIBRATION FOR MICROFLUIDIC SYSTEMS, Djordjević Nataša [et al.]
	PHOTOMULTIPLIER TUBES FOR APPLICATION OF TOLUENE DETECTION USING DEEP-UV ABSORPTION SPECTROPHOTOMETRY, Khan Sulaiman [et al.]
	ACTPHAST – towards a Photonics Innovation Hub for the Digital Transformation of European Industry, Doyle Peter
	MICROFLUIDIC PHOTOIONIZATION DETECTOR: CHANNEL GEOMETRY AND SIGNAL EVALUATION, Coelho Rezende Gustavo [et al.]
	CHARACTERIZATION OF A WIRELESS VACUUM SENSOR PROTOTYPE BASED ON THE SAW PIRANI PRINCIPLE, Toto Sofia [et al.]
	In-situ and in-operando magnetic resonance spectroscopy, Anders Jens
	MICROFLUIDIC SENSING OF AIRBORNE FORMALDEHYDE: TOWARDS ON-CHIP INTEGRATION, Mariuta Daniel [et al.]
	FEMTOSECOND LASER-MICROMACHINING OF GLASS MICRO-CHIP FOR HIGH ORDER HARMONIC GENERATION IN GASES, Ciriolo Anna [et al.]
	LOW-COST MICRO-MACHINED PRECONCENTRATOR FOR PPT DETECTION OF BTEX, Rodríguez-Cuevas Alberto [et al.]
	IMPROVING THE MANUFACTURING PROCESS OF MULTI-LEVEL MICROFLUIDIC DEVICES BASED ON THE LAMINATION OF SUCCESSIVE DRY FILM PHOTORESIST LAYERS, Lopez Quesada Guillermo [et al.]
	Large Knudsen thermally-driven gas flows over backward facing steps, Manela Avshalom [et al.]
	Rarefied gas flows through porous media driven by pressure and temperature gradients, Tatsios Giorgos
	Development of high efficiency compact recuperators for micro gas turbines, Delanaye Michel
	A HYBRID NUMERICAL METHODOLOGY BASED ON CFD AND POROUS MEDIUM FOR THERMAL PERFORMANCE EVALUATION OF A DOUBLE LAYER GAS-TO-GAS MICRO HEAT EXCHANGER IN COCURRENT AND COUNTERFLOW CONFIGURATIONS, Rehman Danish [et al.]
	NUMERICAL AND EXPERIMENTAL INVESTIGATION OF HEAT EXCHANGER PERFORMANCE FOR A MICRO-CHP APPLICATION, Joseph Jojomon [et al.]

	Author Index

