
 

Cardiac motion estimation using multi-scale feature points

Citation for published version (APA):
Becciu, A., Assen, van, H. C., Florack, L. M. J., Janssen, B. J., & Haar Romenij, ter, B. M. (2008). Cardiac
motion estimation using multi-scale feature points. In K. Miller, & P. M. F. Nielse (Eds.), Computational
Biomechanics for Medicine III : Proceedings of the MICCAI 2008 Workshop, New York, USA, September 10,
2008 (pp. 5-14). (Midas Journal; Vol. 13(229)). https://doi.org/10380/1371

DOI:
10380/1371

Document status and date:
Published: 01/01/2008

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:

• A submitted manuscript is the version of the article upon submission and before peer-review. There can be
important differences between the submitted version and the official published version of record. People
interested in the research are advised to contact the author for the final version of the publication, or visit the
DOI to the publisher's website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page
numbers.
Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

            • Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
            • You may not further distribute the material or use it for any profit-making activity or commercial gain
            • You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please
follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 24. May. 2023

https://doi.org/10380/1371
https://doi.org/10380/1371
https://research.tue.nl/en/publications/77638dd8-c0d9-4164-95c4-8928374686db


Cardiac motion estimation using multi-scale
feature points

Release 0.00

Alessandro Becciu, Hans C. van Assen, Luc Florack, Bart J. Janssen and Bart M.
ter Haar Romeny

July 25, 2008

Eindhoven University of Technology, Eindhoven, The Netherlands

Abstract

Heart illnesses influence the functioning of the cardiac muscle and are the major causes of death in
the world. Optic flow methods are essential tools to assess and quantify the contraction of the cardiac
walls, but are hampered by the aperture problem. Harmonic phase (HARP) techniques measure the
phase in magnetic resonance (MR) tagged images. Due to the regular geometry, patterns generated by
a combination of HARPs and sine HARPs represent a suitable framework to extract landmark features.
In this paper we introduce a new aperture-problem free method to study the cardiac motion by tracking
multi-scale features such as maxima, minima, saddles and corners, on HARP and sine HARP tagged
images.
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1 Introduction

Cardiovascular diseases may seriously influence the heart function, altering its regular wall deformation and
increasing the risk of heart failure. In 2004 heart diseases were responsible of more than 850.000 deaths
only in the US; they formed the major cause of death for the US population and generated healthcare costs
of hundreds of billions of dollars [21]. In this context, there is a necessity to assess the detailed motion of
cardiac tissue, using this as an indicator for the progress of disease and/or for the response to therapy and
perhaps even as precursors of cardiac symptoms. Optic flow is one of the traditional techniques in carrying
out motion analysis. Optic flow measures the apparent velocity pattern of moving structures in an image
sequence. In computer vision literature, several optic flow approaches have been described, ranging from
gradient based techniques to feature based methods. Differential techniques compute the velocity from
spatiotemporal image intensity derivatives or filtered versions of the image, using low-pass or band-pass
filters. In most of these techniques it is assumed that brightness does not change by small displacements and
the motion is estimated by solving the so-called Optic Flow Constraint Equation (OFCE):

Lxu+Lyv+Lt = 0 (1)

where L(x,y, t) : R3 → R is an image sequence, Lx,Ly,Lt are the spatiotemporal derivatives,
u(x,y, t),v(x,y, t) : R3 → R are unknown velocity vectors and x,y and t are the spatial and temporal co-
ordinates respectively. Since there is one equation and two unknowns (u and v), a unique solution cannot be
found. This has been referred as the ”aperture problem”. In order to find a plausible solution for equation
(1), Horn and Schunck [13] combined the gradient constraint with a global smoothness term, finding the so-
lution by minimizing an energy function. Lucas and Kanade [16] proposed a local differential technique, for
which the flow field is constant in a small spatial neighborhood. The results obtained by the early methods
were impressively improved by Brox et al. and Bruhn et al. [5, 6], who investigated a continuous, rotation-
ally invariant energy functional and giving a multi-grid approach to the variational optical flow methods.
One of the first applications of optical flow methods to tagged MRI was introduced by Dougherty et al. [7].
Florack et al. [10, 9] developed a robust differential technique in a multi-scale framework, whose application
to cardiac MR images was presented by Niessen et al [18, 17] and Suinesiaputra et al. [24]. Van Assen et
al. and Florack et al. [1, 11] developed a method based on multiple independent MR tagging acquisitions,
removing altogether the aperture problem, by generating as many equations as unknowns.

Standard OFCE methods are underconstrained, and need additional assumptions. In this paper we inves-
tigate cardiac motion by exploiting point features in Gaussian scale-space. These features are interesting
candidates for motion analysis: for those points the aperture problem does not arise and they are detected in
a robust framework, which is inspired by findings of the multi-scale structure of the visual system. In the
experiments maxima, minima, saddles and corners are chosen as feature points and the approach has been
tested on an artificial and real sequence. Outcomes of the proposed technique emphasize the reliability of
the vector field.

In sections 2 and subsection 2.1 a preprocessing approach and the multi-scale framework used in the experi-
ments is presented. In 2.2 the topological number will be introduced as a convenient technique for extracting
multi-scale features. In 2.3, 2.4 and 2.5, we present the corner detection method, the calculation of a sparse
velocity vector field, the dense flow field extension and the angular error measure. Finally in section 3 and
4 we describe the experiment, the results and discuss the future directions.
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2 Method

The experiments were carried out on a sequence of tagged MR images of a mouse heart’s left ventricle. In
1988 Zerhouni et al. [27] introduced a tagging method for noninvasive assessment of myocardial motion.
The method introduces structure, represented as dark stripes (figure 1 top), on the image aiming to improve
the visualization of the intramyocardial motion. The approach was later improved by Axel et al. and
Fischer et al [2, 8], who explored magnetic resonance imaging using spatial modulation of magnetization
(SPAMM) and (CSPAMM) respectively. The images, however, suffer from tag fading, making the frames
not suitable for optic flow methods based on conservation of brightness. In the harmonic phase (HARP)
method [19, 22], MR images are filtered in the spectral domain and this technique overcomes the fading
problem by taking into account the spatial phase information from the inverse transform of the filtered
images. In our experiments the HARP technique was employed. Two tagged image series with mutually
perpendicular tag lines were acquired (Figure 1 Top) and the first harmonic peak was filtered out using a
band-pass filter in the Fourier domain (Figure 1 middle). Once applied the inverse Fourier transform, in the
filtered images the phase varies periodically from 0 to 2π creating a saw tooth pattern (Figure 1 fourth from
the top, left and middle picture). The combination of frames with horizontal and vertical stripes was used to
create a grid pattern, which allowed the extraction of corners (Figure 1 fourth from the top, right picture).
A sine function was applied to the phase images so as to avoid spatial discontinuities in the input due to the
saw tooth pattern. A combination of sine HARP frames was later employed to produce a grid, from which
the features points (maxima, minima and saddles) were retrieved (Figure 1 Bottom).

2.1 Scale Space

Scale is one of the most important concepts in human vision. When we look at a scene, we instantaneously
view its contents at multiple scale levels. The Gaussian scale-space representation L(x,y,s) ∈ R2×R+ of
a raw 2-dimensional image f (x,y) ∈ R2 is defined by the convolution of f (x,y) with a Gaussian kernel
φ(x,y,s) ∈ R2×R+.

L(x,y,s) = ( f ∗φ)(x,y,s) (2)

where φ(x,y,s) = 1
4πs exp(− x2+y2

4s ). In equation (2) x and y are the spatial coordinates, whereas s ∈ R+

denotes the variance of the Gaussian kernel (scale). Equation (2) provides a blurred version of the image,
where the strength of blurring depends on the choice of scale. For an extensive review on scale space
see [9, 14, 25, 15].

2.2 Topological Number

Singularities (critical points) induced by the MR tagging pattern are interesting candidates for structural
descriptions. Detection and classification of critical points can be performed in an efficient way by the
computation of the so-called topological number [25, 23, 20].

We examine a point P in image L and its neighborhood NP. Suppose that NP does not have any other
critical points with exception of the point P itself, and suppose ∂NP is the boundary of NP, which is a D-1
dimensional oriented closed hypersurface. Since there are no critical points at ∂NP, the normalized gradient
of the image L on ∂NP is defined component-wise as: ξi = Li√

L jL j
with Li = ∂iL and i = 1, ...,D (summation

convention applies. Here we have D = 2). For a non-singular point we may define the D-1 dimensional form

Φ = ξi1dξi2 ∧ ...∧dξiDεi1...iD (3)



2.2 Topological Number 4

Figure 1: Top: cardiac mouse MR tagged images with horizontal and vertical tags. Second from the top:
Fourier transform of cardiac mouse MR tagged images with horizontal and vertical tags. Middle: filtered
harmonic peak by using a band-pass filter. Fourth from the top: harmonic phase (HARP), the phase varies
periodically from 0 to 2π creating a saw tooth pattern. Grid obtained by combining the vertical with the
horizontal tags of the HARP images. Bottom: sine HARP images and grid obtained by combining the
vertical with the horizontal stripes.

where the symbol ”∧” represents the wedge product and εi1...iD is the permutation tensor of order D such
that: εi1...il ...ik...iD =−εi1...il ...ik...iD ∀l 6=k and ε12...D = 1. Making the substitution of ξi in Φ we obtain:

Φ =
Li1dLi2 ∧ ...∧dLiDεi1...iD

(L jL j)D/2 (4)

The topological number can then be defined as

ν∂NP =
1

AD

∮

xε∂NP

Φ(x) (5)

where AD represents the area enclosed by ∂NP.

In two-dimensional images the topological point is referred as the winding number and represents the in-
tegrated change of angle of the gradient when traversing a closed curve in a plane. In two dimensions,
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equation (3) and (5) can be represented in a convenient way using the complex numbers. Given the complex
couple of coordinates z = x+ iy and the complex conjugate z = x− iy, the gradient vector field of the image
L(z,z) can be expressed as W = (Lx + iLy)/2≡ ∂zL(z,z). Hence, expression (3) can be written as

Φ = ξxdξy−ξydξx =
LxdLy−LxdLy

LxLx +LyLy
= Im

(Lx− iLy)d(Lx + iLy)
LxLx +LyLy

= Im(
dW
W

) = Im(d lnW ) (6)

where lnW = ln |W |+i argW . Φ can, therefore, be read as the angle change of the gradient field.

The winding number is always an integer times 2π and classifies singularities of a scalar image at any
dimension. For regular points the winding number is zero, for extrema the winding number is +2π, whereas
for saddle points is −2π. Figure 2 shows gradient vector fields and winding number path for maxima,
minima, saddle, and regular points respectively.

Figure 2: Gradient vector fields and winding number path for maxima, minima, saddle, and regular points
respectively.

Algorithm 1 Winding number
1: Define the complex gradient as Lx + iLy, where the derivatives are taken in scale-space.
2: For every pixel, extract the complex gradient with respect to the 8 neighbor pixels.
3: Extract the winding number
4: Check the sign of the winding number. Consider only winding numbers greater or smaller than 0.
5: If the sign of the winding number is positive, there is an extrema, else a saddle point.
6: In case of extrema, check the sign of the second order derivatives of the image at those points. In case

the sign is negative, there is a maximum, else a minimum.

2.3 Corner Detection

From differential geometry, image descriptors can easily be represented by a coordinate system, known
as gauge coordinate system, which is dependent on the local structure of the image. One component~ν =
{ ∂L

∂x , ∂L
∂y } is everywhere perpendicular to the isophote (line with constant intensity) and points in the direction

of the gradient vector, the other component~µ is tangential to the isophote such that~µ = { ∂L
∂y ,−∂L

∂x }.

In computer vision a corner is defined as a point with high isophote curvature and high intensity gradient.
The curvature gives a measure of local deviation from the tangent line and in gauge coordinates is described
as: k =−Lµµ

Lν
. Hence, a corner detector is defined as: Θn =−Lµµ

Lν
Ln

ν. In case of n = 3, Θ provides the so-called
(volume preserving) affine invariant corner detector [25, 4, 12].

Θ3 =−Lµµ

Lν
L3

ν =−2LxLxyLy +LxxL2
y +L2

xLyy (7)

In the experiments the maxima of the corner response were used as feature points.
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2.4 Sparse Velocities of Feature Points and Dense Flow Field

In our experiments given a sequence of frames, we assume that the singularity (feature) points move along
with the moving tissue (this is true by construction of the tagging pattern, provided the feature points cor-
rectly correspond to the tag crossings and to the corners of the tag crossings). In general, given a point in
a sequence of frames defined as L(x(t),y(t), t), where t indicates the time, the critical points are defined
implicitly by a vanishing spatial gradient:

∇L(x(t),y(t), t) = 0 (8)

In order to track the feature points, we derive equation (8) with respect to time and apply the chain rule for
implicit functions, yielding:

d
dt

[
∇L(x(t),y(t), t)

]
=

[
Lxxu+Lxyv+Lxt

Lxyu+Lyyv+Lyt

]
= 0 (9)

where d
dt is the total time derivative, and where we have dropped space-time arguments on the r.h.s. for

simplicity. Equation (9) holds only on location of critical points and can be also written as:
[

u
v

]
=−H−1 d∇L

dt
(10)

where H denotes the Hessian matrix of L(x(t),y(t), t).

The velocities computed by equation (10) represent the flow field at a sparse set of positions. In order to
retrieve a dense velocity field, the sparse velocities have been interpolated using homogeneous diffusion
interpolation. Given a spatial domain Ω → R2, the scalar functions u(x,y) and v(x,y) are the horizontal
and vertical components of a velocity vector V : Ω → R2. We know the velocity vectors just at certain
positions and we call these vectors Ṽ = {ũ, ṽ} such that Ṽ : Ωs → R2, where Ωs is a finite subset of Ω. We
are interested in retrieving a dense set of vectors V ∀x,y ∈ Ω. In order to do so, we minimize the energy
function

E(u,v) =
∫

Ω
(‖ ∇u(x,y) ‖2 + ‖ ∇v(x,y) ‖2)dxdy (11)

under the constraint V = Ṽ ∀x,y ∈ Ωs. The minimization of equation (11) is carried out by employing
Euler-Lagrange equations and the resulting expression can be solved with numerical schemes.

Algorithm 2 Computation velocities
1: Calculate set of velocities by solving (10) only for maxima, minima, saddle points and corners.
2: Determine the velocity of other points by minimizing (11).
3: Interpolate separately the x and the y components of the velocity vectors.

2.5 Angular Error

The interpolated flow vector at certain positions in the image can deviate from the true flow vector at that
position in direction and in length. In our assessment we are interested in the movement from one frame
to the next. Therefore, we set the time component of the flow vector to 1, yielding a 3-dimensional vector
V = {u,v,1}. The computed vector field has been compared with a ground truth extracted by an artificial
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sequence described in section 3 and the assessment has been performed using the so-called average angular
error (AAE) introduced by Barron et al. [3]

Angular Error = arccos(
Vt√

u2
t + v2

t +1
· Ve√

u2
e + v2

e +1
) (12)

where Vt is the true vector with spatial component ut ,vt and time component 1, whereas Ve is the estimated
velocity vector and ue,ve and 1 are its spatial and time components respectively.

3 Results

The proposed optic flow method was applied on a real sequence of 7 MR images (Figure 2), representing
a mouse heart in phase of contraction. The images presented a resolution of 80 by 80 pixels and contained
tags of 8 pixels wide; this width has been used to choose a physically reasonable range of spatial scales at
which the features and the velocity field were calculated. The spatial scale is defined as σ =

√
2s and the

experiments were performed from spatial scale σ = 1 until scale σ = 8 at time scale 1. In order to assess
the extracted vector field, an artificial sequence of 11 frames obtained by combination of translations (with
rate of 1 pixel per frame) in different directions was created, using the first frame of HARP and Sine HARP
and grid images (Figure 1, Fourth from the top (right) and Bottom (right)). A comparison between the
extracted vector field and the ground truth is shown in figure 3. In Table 1 are displayed the performance
of the proposed method, by the employment of different multi-scale features. In order to avoid outliers due
to boundary conditions, the computation of the flow field was performed from frame 5 to frame 8 and the
assessment was carried out on flow field regions 10 pixels distant from the boundaries. Finally, the error
has been expressed in terms of ”Average Angular Error” (AAE) and its standard deviation. The proposed
method achieved the best performance by employing all the feature points (AAE = 2× 10−2degrees and
Std = 3×10−2degrees).

Feature M1 M2 S C M1 M2 M1 S M1 C M2 S M2 C S C M1 M2 S M1 M2 C M1 S C M2 S C M1 M2 S C
AAE 1.31◦ 1.44◦ 0.28◦ 1.27◦ 0.26◦ 0.09◦ 0.25◦ 0.1◦ 0.58◦ 0.09◦ 0.03◦ 0.12◦ 0.03◦ 0.05◦ 0.02◦

Std 0.90◦ 1.02◦ 0.31◦ 0.93◦ 0.27◦ 0.13◦ 0.26◦ 0.13◦ 0.55◦ 0.12◦ 0.04◦ 0.05◦ 0.04◦ 0.07◦ 0.03◦

Table 1: Performance of the proposed optic flow method with different multi-scale feature points.
M1:Maxima, M2:Minima, S: Saddle, C: Corners. In the experiments the Average Angular Er-
ror (AAE) and its standard deviation have been employed as error measurement. The error
measure is expressed in degrees. The scales used in the experiment were: spatial scale σ =
{1,1.25992,1.5874,2.,2.51984,3.1748,4.,5.03968,6.3496,8.}, time scale 1

4 Discussion

In this paper we propose a new method to track cardiac motion from a combination of HARP and Sine HARP
images by following the movement of multi-scale singularity points. Qualitative and quantitative analysis
of the results emphasize the reliability of the vector field, in particular, we found that the accuracy of the
flow field is dependent on the number of the employed features. The best performance has been achieved
by using all features simultaneously AAE = 2× 10−2degrees. For a more reliable results, however, in the
forthcoming experiments we will assess the approach by using more complex test image sequences and
compare it with constant brightness based methods. Furthermore, it is interesting to point out, that constant
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Figure 3: Comparison of vector fields in the artificial sequence. Extracted vector field (left) and ground truth
(right).

Figure 4: Flow field of MR images sequence, representing a mouse heart in phase of contraction. The
sequence consisted of 7 frames and the filtered velocity field of the third and fifth frame has been displayed
in the picture. The direction of the velocity vectors is color-encoded, the colors provide information about
the coherency of the flow field in certain regions.

brightness methods are sensitive to the tag fading; the MR images have to be filtered in the Fourier domain in
order to extract the velocity field. In this process the tag fading and noise are eliminated, but also information
about the movement of the tags. Feature based optic flow methods are not dependent on constant brightness
and less sensitive to tag fading, which makes our approach suitable for clinical practice. Future tests will
include the evaluation of our method directly on MR images. In the experiments the velocity field of our
approach has been extracted at fixed scales. In real data, due to deformation of the cardiac walls, the structure
changes scale over time, thus, the final results obtained in the assessment may not be optimal. Therefore, it
may be interesting to repeat the same experiments by using a scale selection method. The behavior of the
cardiac muscle is characterized by twistings and contractions, therefore, interpolation with a term, that takes
into account the rotation and the expansion of the vector field may improve the results.

Finally, the retrieved motion field may find also an application in validating mathematical models describing
heart deformation. Ubbink et al. [26], for instance, compared 3 simulations of the cardiac muscle, illustrat-
ing how the orientation of modeled myofibers plays an important role in the computation of the final strain.
A validation of these methods might be carried out by comparing the simulated strain with a ground truth
strain calculated from the extracted optic flow field using real data.
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