
 

Structural properties of natural porcine aortic valves

Citation for published version (APA):
Balguid, A., Bouten, C. V. C., & Baaijens, F. P. T. (2004). Structural properties of natural porcine aortic valves.
Poster session presented at Mate Poster Award 2004 : 9th Annual Poster Contest.

Document status and date:
Published: 01/01/2004

Document Version:
Publisher’s PDF, also known as Version of Record (includes final page, issue and volume numbers)

Please check the document version of this publication:

• A submitted manuscript is the version of the article upon submission and before peer-review. There can be
important differences between the submitted version and the official published version of record. People
interested in the research are advised to contact the author for the final version of the publication, or visit the
DOI to the publisher's website.
• The final author version and the galley proof are versions of the publication after peer review.
• The final published version features the final layout of the paper including the volume, issue and page
numbers.
Link to publication

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

            • Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
            • You may not further distribute the material or use it for any profit-making activity or commercial gain
            • You may freely distribute the URL identifying the publication in the public portal.

If the publication is distributed under the terms of Article 25fa of the Dutch Copyright Act, indicated by the “Taverne” license above, please
follow below link for the End User Agreement:
www.tue.nl/taverne

Take down policy
If you believe that this document breaches copyright please contact us at:
openaccess@tue.nl
providing details and we will investigate your claim.

Download date: 24. May. 2023

https://research.tue.nl/en/publications/fb4844dc-8231-4c55-a3dd-2bad76194b07


12

/mhj

Structural properties of natural porcine aortic valves
A. Balguid, C.V.C. Bouten, F.P.T. Baaijens

Eindhoven University of Technology, Department of Biomedical Engineering

Introduction
Currently, tissue engineered (TE) heart valves are not suffi-
ciently strong to function as aortic valves. The future de-
sign of TE aortic valves will be based on the native human
aortic valve, with regard to mechanical properties, structural
and biochemical composition of collagen in the valve. In this
study porcine valves are used to develop standardized meth-
ods to assess these specific features.

Materials and Methods
Biochemical assays
The homogeneity of collagen distribution throughout a
porcine aortic leaflet was analyzed on a local scale. In an
HPLC analysis, collagen was represented by the amount of
hydroxyproline (Hyp), collagen cross-links were measured
with hydroxypyridinium (HP).

Fibril thickness
Former studies [1] have suggested that tissue subject to high
stresses result in thinner collagen fibrils and higher fibril
density. This theory is analyzed using i) a numerical model
[2], which predicts stresses in the aortic leaflet (fig. 1) and ii)
transmission electron microscopy (TEM) photos of high and
low stress areas in the leaflet. Ellipses were fitted on the fib-
rils in the photos to estimate the diameter.

Fig. 1 Cauchy stress map of an aortic leaflet. Samples for TEM are
taken from a high stress (red) and from a low stress area (blue).

Results and Discussion
Biochemical assays
Fig. 2 shows a colormap of the collagen content in the three
porcine leaflets.
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Fig. 2 Collagen content (mg/mg dry weight) in a porcine aortic valve,
averaged over three leaflets. Color indicates amount of collagen per
segment.
The average collagen content in porcine valves is about 80%

of human collagen values from literature [3]. Student t-tests
(α=0.05) show significantly higher collagen contents in the
mid region (inner 8 segments) of the leaflet compared to the
outer region (outer segments)(fig. 3).

Fig. 3 Collagen content in the mid region (light bars) vs outer region
(dark bars). * p < 0.05, ** p < 0.01, error bar = standard deviation.
The HP cross-link concentration was significantly higher in
the mid region. The increased values of HP and Hyp in the
’high stress’ mid region, are in accordance with theories from
literature [4].

Fibril thickness
Fig. 4 shows the collagen fibrils in the high and low stress
areas of the leaflet.

Fig. 4 Collagen fibrils in high stress area (left) and in low stress
area(right).

Fibril diameter Fibril density
(nm) (fibrils/µm2)

High stress area 29.1± 5.5 314.6± 55.4
Low stress area 32.3± 4.2 278.6± 32.1

Table 1 Fibril diameter and fibril density for high (n = 6) and low
stress areas (n = 4) in the leaflet.
A slightly larger fibril diameter seems to be present in low
stress areas compared to high stress areas. This corresponds
with former studies [1]. However, this is not statistically
proven and more experiments are needed to draw meaning-
ful conclusions.

Future Research
The proposed methods and mechanical testing will be used
for tissue engineered and native human valves on a larger
scale to provide more information. Furthermore, the effect of
age on the features will also be examined.
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